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This document looks at the core requirement in section 5.5 and the test requirement in A5.5 for cell-reselection in CELL_FACH state for intra frequency reselection. In particular the test case need to be re-considered as this is not in line with the core requirements

2.0 Background

The requirement in 5.5.2.1.1 of TS25.133 state …….

---------------------

If a cell has been detectable at least Tidentify,intra, the cell reselection delay in CELL_FACH state to a cell in the same frequency shall be less than
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where

TMeasurement_Period Intra
= 
Specified in 8.4.2.2.2. = 200 ms

----------------------

If we consider the above, unlike the idle mode requirements there is no allow assumed for evulation of CPICH during the measurement period so the intention is this should included in TMeasurement_Period Intra = 200ms. 

Therefore based on this assumption of an “inclusive evulation time” built in the in TMeasurement_Period Intra  we need to consider the test case in A5.5.1 show below . 

---------------------

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 1, and starts to send preambles on the PRACH for sending the the CELL UPDATE message with cause value “cell reselection” in Cell 1.

The cell re-selection delay shall be less than 1.6 s.

 The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay in this case is expressed as: 
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where: TMeasurement_Period Intra
is specified in 8.4.2.2.2 as 200 ms in this case.

--------------------------------------------

Based on the specified site conditions for TI and T2 and in particular the cell reselection delay is defined from the begaining of T2 (when there is a change in CPICH power) Tmeasurement _PeriodIntra will need to be doubled as shown below   

The diagram a)  below represent the test case where T1 is used for settling conditions (to identify the cells etc) and at the end of T1 the pilot power changes In the test case the only trigger is the change in pilot power. This implies the UE must constant be measurement and evulating the intra cells.  In order to ensure accuracy the measurement, the measurement of each cell should be distributed over the measurement period (200 ms) and also evulated . If necessary a running average can be performed on the previous measurement period to improve the accuracy  further – however this is an implementation.

The problem with the test case it assume the start of the UE measurement period occurs at the same instant as the change in the pilot power. This is not the case as UE does not now when the pilot changes and has to schedule measurement period which in the worst case maybe one measument period out.  This is shown below for one scenerio in b)


Therefore the requirement in the test case should be 

…The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 1, and starts to send preambles on the PRACH for sending the the CELL UPDATE message with cause value “cell reselection” in Cell 1.

The cell re-selection delay shall be less than 1.8 s.

 The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay in this case is expressed as: 
ms,


[image: image4.wmf]RA

SI

IU

Intra

 

t_Period

Measuremen

intra

 

,

n

reselectio

T

 

T

20

T

T

2

T

+

+

+

+

=

ms

where: TMeasurement_Period Intra
is specified in 8.4.2.2.2 as 200 ms in this case.
The CR for this change is attached 

TSG-RAN Working Group 4 (Radio) meeting #23

R4-02020924
Gyeongju, Korea, 13th– 17th May 2002

	CR-Form-v4

	CHANGE REQUEST

	

	(

	TS25.133
	CR
	CR416
	(

rev
	-
	(

Current version:
	3.9.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	X
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	Correction for CELL_FACH measurement test case 

	
	

	Source:
(

	Motorola

	
	

	Work item code:
(

	
	
	Date: (

	9 May 2002

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	R99

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 2900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	The test case in A5.5.1 is not in line with the core requirement in 5.5.1

	
	

	Summary of change:
(

	The total mesurement time allowed for this test case is increased from 1.6s to 1.8s to account for an additional measurement period required to make the measurement

	
	

	Consequences if 
(

not approved:
	The requirements are not consistant with implementation. There is no impact on implementation as this requirement only aligns the test requirement with the core requirement 

	
	

	Clauses affected:
(

	A5.5.1

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	x
	 Test specifications
	TS34.121 the total measurement time allowed will need to be increase by 200 ms

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

A.5.5
Cell Re-selection in CELL_FACH

A.5.5.1
One frequency present in neighbour list
A.5.5.1.1
Test Purpose and Environment

The purpose of this test is to verify the requirement for the cell re-selection delay in CELL_FACH state in the single carrier case reported in section 5.5.2.1.1.

The test parameters are given in Table A.5.1 and A.5.2. The UE is requested to monitor neighbouring cells on 1 carrier. The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell shall be 1280 ms

Table A.5.1 General test parameters for Cell Re-selection in CELL_FACH

	Parameter
	Unit
	Value
	Comment

	initial condition
	Active cell 
	
	Cell2
	

	
	Neighbour cells
	
	Cell1, Cell3, Cell4, Cell5, Cell6 
	

	final condition
	Active cell 
	
	Cell1
	

	Access Service Class (ASC#0)
– Persistence value
	
-
	 
1
	Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

	T1
	s
	15
	

	T2
	s
	15
	


The transport and physical parameters of the S-CCPCH carrying the FACH are defined in Table A.5.1A and Table A.5.1B.

Table A.5.1A: Physical channel parameters for S-CCPCH.

	Parameter
	Unit
	Level

	Channel bit rate
	kbps
	60

	Channel symbol rate 
	ksps
	30

	Slot Format #I
	-
	4

	TFCI
	-
	OFF

	Power offsets of TFCI and Pilot fields relative to data field
	dB
	0


Table A.5.1B: Transport channel parameters for S-CCPCH

	Parameter
	FACH 

	Transport Channel Number 
	1 

	Transport Block Size
	240

	Transport Block Set Size
	240 

	Transmission Time Interval
	10 ms

	Type of Error Protection
	Convolution Coding

	Coding Rate
	½

	Rate Matching attribute
	256

	Size of CRC
	16

	Position of TrCH in radio frame
	Fixed


Table A.5.2 Cell specific test parameters for Cell Re-selection in CELL_FACH

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3
	Cell 4
	Cell 5
	Cell 6

	
	
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1
	Channel 1
	Channel 1
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 
	 -10 
	 -10 
	 -10 
	 -10 
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 
	 -12 
	 -12 
	 -12 
	 -12 
	 -12 

	SCH_Ec/Ior
	dB
	 -12 
	 -12 
	 -12 
	 -12 
	 -12 
	 -12 

	PICH_Ec/Ior
	dB
	 -15 
	 -15 
	 -15 
	 -15 
	 -15 
	 -15 

	S-CCPCH_Ec/Ior
	dB
	-12
	-12
	-12
	-12
	-12
	-12

	OCNS_Ec/Ior
	dB
	-1.295
	-1.295
	-1.295
	-1.295
	-1.295
	-1.295
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	dB
	7.3 
	10.27
	10.27
	7.3 
	0.27
	0.27
	0.27
	0.27

	
[image: image6.wmf]oc

I


	dBm/3.84 MHz
	‑70

	CPICH_Ec/Io
	dB
	 -16 
	  -13 
	 -13 
	 -16 
	 -23 
	 -23 
	 -23
	 -23

	Propagation Condition 
	
	 AWGN 

	Cell_selection_and_
reselection_quality_measure
	
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0

	Qqualmin
	dB
	-20
	-20
	-20
	-20
	-20
	-20

	Qrxlevmin
	dBm
	-115
	-115
	-115
	-115
	-115
	-115

	UE_TXPWR_
MAX_RACH
	dBm
	21
	21
	21
	21
	21
	21

	Qoffset 2s, n
	dB
	C1, C2: 0
C1, C3: 0
C1, C4: 0
C1, C5: 0
C1, C6: 0
	C2, C1: 0
C2, C3: 0
C2, C4: 0
C2, C5: 0
C2, C6: 0
	C3, C1: 0
C3, C2: 0
C3, C4: 0
C3, C5: 0
C3, C6: 0
	C4, C1: 0
C4, C2: 0
C4, C3: 0
C4, C5: 0
C4, C6: 0
	C5, C1: 0
C5, C2: 0
C5, C3: 0
C5, C4: 0
C5, C6: 0
	C6, C1: 0
C6, C2: 0
C6, C3: 0
C6, C4: 0
C6, C5: 0

	Qhyst 
	dB
	0
	0
	0
	0
	0
	0

	PENALTY_TIME
	s
	0
	0
	0
	0
	0
	0

	TEMPORARY_OFFSET
	dB
	0
	0
	0
	0
	0
	0

	Treselection
	s
	0
	0
	0
	0
	0
	0

	Sintrasearch
	dB
	not sent
	not sent
	not sent
	not sent
	not sent
	not sent

	IE “FACH Measurement occasion info”
	
	not sent
	not sent
	not sent
	not sent
	not sent
	not sent


A.5.5.1.2
Test Requirements

The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 1, and starts to send preambles on the PRACH for sending the the CELL UPDATE message with cause value “cell reselection” in Cell 1.

The cell re-selection delay shall be less than -1.8s.

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay in this case is expressed as:
,
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where:

TMeasurement_Period Intra
is specified in 8.4.2.2.2 as 200 ms in this case.

TSI: 
The time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell.1280 ms is assumed in this test case.
TRA:
TRA is a delay is caused by the physical random access procedure described in TS 25.214 section 6.1. A persistence value is assumed to be 1 in this test case  and therefore TRA in this test case is 40 ms.
NOTE:
Since 1280 ms is one of the typical values for repeating system information blocks, TSI of 1280 ms could be increased by the RRC procedure delay in order to allow the SIB repetition period of 1280 ms.

This gives a total of 1.55 s, allow 1.6 s in the test case.

A.5.5.2
Two frequencies present in the neighbour list 
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