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as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. The measurement interval is one timeslot as defined by the C-PICH (when present) otherwise the measurement interval is one timeslot starting with the beginning of the SCH.  The requirement is valid over the total power dynamic range as specified in 25.104 subclause 6.4.3. See Annex E of this specification for further details
6.7.1.2
Minimum Requirement 

The Error Vector Magnitude shall be less than 17.5% when the base station is transmitting a composite signal using only QPSK modulation.

The Error Vector Magnitude shall not be worse than 12.5 % when the base station is transmitting a composite signal that includes 16QAM modulation.
The normative reference for this requirement is in TS 25.104 [1] subclause 6.8.2
6.7.1.3
Test Purpose 

To verify that the Error Vector Magnitude is within the limit specified in 6.7.1.2

6.7.1.4
Method of Test

This test method includes the procedure for subclause 6.3.4 Frequency error and  6.4.4.4 Total power dynamic range.

6.7.1.4.1
Initial Conditions

Test environment: 


normal; see subclause 4.4.1.

RF channels to be tested: 
B, M and T; see subclause 4.8

Refer to annex B for a functional block diagram of the test set-up.

1)
Connect the base station RF output port to the measurement equipment.

2)
Set the base station to transmit a signal according to 6.1.1.1 (test model 1)

3)
Set BS frequency

6.7.1.4.2
Procedure

1)
Start BS transmission at Pmax
2)
Measure the Error Vector Magnitude and frequency error as defined in annex E and the mean power of the signal. If the base station supports STTD or closed loop transmit diversity, the measurements shall be made on both main and diversity RF output ports.

3)
Set the total output power to Pmax-18dB using 6.1.1.4 (test model 4) and repeat step 2)

6.7.1.5
Test Requirement 

The Error Vector Magnitude shall be less than 17.5%

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
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