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8.1A.2.2.1
Identification of a new cell

The UE shall be able to identify a new detectable cell belonging to the monitored set within
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A cell shall be considered detectable when P-CCPCH Ec/Io > -8 dB and DwPCH_Ec/Io > -5 dB. When L3 filtering is used an additional delay can be expected.

The UE shall be able to identify a new detectable cell not belonging to the monitored set within
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when P-CCPCH Ec/Io > -8 dB, DwPCH_Ec/Io > -5 dB. When L3 filtering is used an additional delay can be expected.

8.1A.2.2.2
UE P-CCPCH RSCP measurement capability

In the CELL_DCH state the measurement period for intra frequency P-CCPCH RSCP measurements is 200 ms. Whenall TS0, DwPTS and main guard periods in the measurement period are scheduled for intra frequency measurements, the UE shall be capable of performing P-CCPCH RSCP measurements for 6 identified intra-frequency cells of the monitored set and the UE physical layer shall be capable of reporting these measurements to higher layers with the measurement period of 200 ms. When inter-frequency measurements required by the network have to be performed during periods of TS0, DwPTS or main guard period, the UE shall be capable of performing P-CCPCH RSCP measurements for at least Ymeasurement intra cells , where Ymeasurement intra is defined in the following equation. The measurement accuracy for all measured cells shall be as specified in the section 9. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of P-CCPCH RSCP measurements of cells from UE physical layer to higher layers may be decreased.
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whereby function Floor(x) takes the integer part of x.

Xbasic measurement TDD= 6 (cells)

TMeasurement_Period, Intra =200 ms. The measurement period for Intra frequency P-CCPCH RSCP measurements.
NPeriod,Intra:
= 40 Number of subframes in TMeasurement_Period, Intra.

NIntra :
This is the minimum number of sub-frame in that the period of TS0, DwPTS and main guard period is available for intra frequency measurements, during the measurement period.

Tbasic_identify_TDD, intra = 800 ms. This is the time period used in the intra frequency equation where the maximum allowed time for the UE to identify a new TDD cell is defined. (side conditions are defined in subclause 8.1A.2.6).

The UE shall furthermore be capable of performing P-CCPCH measurements for at least 1 detected intra-frequency cell, in the detected set, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 10 s. The measurement accuracy for all measured cells shall be as specified in the section

< Next changed section >
8.4A.2.2.1
Identification of a new cell

The UE shall be able to identify a new detectable cell belonging to the monitored set within





[image: image7.wmf]Intra

Intra

 

Period,

intra

 

TDD,

identify

basic

intra

 

identify

N

N

T

T

×

=

  ms
A cell shall be considered detectable when P-CCPCH Ec/Io > -8 dB, DwPCH_Ec/Io > -5 dB.

8.4A.2.2.2
UE P-CCPCH RSCP measurement capability

In the CELL_FACH state the measurement period for intra frequency P-CCPCH RSCP measurements is 200 ms. Whenall TS0, DwPTS and main guard period in the measurement period are scheduled for intra frequency measurements, the UE shall be capable of performing P-CCPCH RSCP measurements for 6 identified intra-frequency cells of the monitored set and the UE physical layer shall be capable of reporting thse measurements to higher layers with the measurement period of 200 ms. When inter-frequency measurements required by the network have to be performed during periods of TS0, DwPTS and main guard period, the UE shall be capable of performing P-CCPCH RSCP measurements for at least Ymeasurement intra cells , where Ymeasurement intra is defined in the following equation.. The measurement accuracy for all measured cells shall be as specified in the section 9. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of P-CCPCH RSCP measurements of cells from UE physical layer to higher layers may be decreased.
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whereby function Floor(x) takes the integer part of x.

Xbasic measurement TDD
is specified in section 8.1A.2.2.2

TMeasurement_Period, Intra 
is specified in section 8.1A.2.2.2


NPeriod, Intra : 
is specified in section 8.1A.2.2.2

NIntra : 
is specified in section 8.1A.2.2.2
Tbasic_identify_TDD, intra 
is specified in section 8.1A.2.2.2
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