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1 Introduction

The contribution [1] was presented during the TSG-RAN WG4 meeting #24, to include new requirements for the Local area BS class

This document is an initiation of the work on TX characteristic requirements and proposes new or clarified requirements for the Local area BS class.

2 Discussion 

Output power dynamics

There is no need to change the requirements for output power dynamics for the Local area BS class. Requirements for Power control steps and Power control dynamic range should remain the same as well as Total power dynamic range and Primary CPICH power.  
ACLR

The ACIR (Adjacent Channel Interference Power Ratio) is in the DL dominated by the ACS performance of the terminals. Therefore there is no need to change the ACLR for the Local area BS from the ACLR requirements used for a general purpose BS, as specified in TS 25.104 (Rel.99, Rel. 4 and Rel. 5), since no improvement of system performance can be gained by touching the ACLR requirements.  

Spectrum emission mask
There is no need to change the requirements for Spectrum emission mask. There already exist four different classes which take into account the BS maximum output power.

Spurious emissions

There is no need to change the requirements for spurious emission Mandatory Requirements and for Operation in the same geographic area for the Local area BS class. How to handle the optional requirements on spurious emission for Co-located base stations needs further discussions and are presented in separate document.

Transmit intermodulation

There is no need to change the requirements for transmit intermodulation for the Local area BS class.

Transmit modulation

There is no need to change the requirements for transmit modulation for the Local area BS class.
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7
Changes with respect to Release 5
7.1
Changes in 25.104
This section describes the considered changes to requirements on BS minimum RF characteristics, with respect to Release 5 requirements in TS25.104.

7.1.2
Adjacent Channel Leakage power Ratio (ACLR)
No changes based on the new Local area BS class.

7.1.4
Spectrum emission mask

No changes based on the new Local area BS class.

7.1.12  Output power dynamics

No changes based on the new Local area BS class.

7.1.13 Spurious emissions

No changes for spurious emission Mandatory Requirements and for Operation in the same geographic area based on the new Local area BS class. How to handle the optional requirements on spurious emission for Co-located base stations needs further discussions.
7.1.14 Transmit intermodulation

No changes based on the new Local area BS class.

7.1.15 Transmit modulation

No changes based on the new Local area BS class.



















