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Proposed CM Pattern
1. Overall Description:
The compressed mode patterns as applied to RAN 4 test specification are specified in Annex of TS25.133. T1SIG SWG had decided to apply these patterns to signalling test cases in TS34.123-1 and these patterns had been specified in TS34.108 as defaults (Please see attachment for relevant extract from TS 34.108). 

However in T1SIG SWG it is also essential to consider when more than one type of measurement for cells with different RAT or frequency are required simultaneously in signalling test case (i.e. inter frequency FDD cell + GSM cell + TDD, Inter frequency FDD cell + GSM cell etc). Please see “FFS” as described in attachment for relevant extract from TS 34.108. It is impossible to define the simultaneous compressed mode patterns using any combinations from the compressed mode pattern as defined in TS25.133 because of the overlapping of transmission gap. T1SIG admits that currently there is no signalling test cases in TS 34.123-1 that activates simultaneously compressed mode patterns for more than one type of measurements. There are also no projected plans to draft test cases that make use of these patterns simultaneously yet.
Therefore to resolve this problem, it is proposed only to change TGPL1 of each compressed mode pattern to 9 from the current defined values so that gaps that are simultaneously activated in the requested compressed mode patterns will not overlapped if TGCFN are set as shifted values. Please see attachment for proposed pattern. The reason why TGPL1 is set to set to 9 because this value is the shortest length as the following condition is fulfilled for the requested simultaneous compressed mode patterns.

(a) With the activation of one or more transmission gap pattern sequences, no more than two frames contain a transmission gap within any window of three consecutive frames as described in TS25.133 clause 8.1.2.1.

The below is an example.
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2. Actions:

To RAN4 group.

ACTION: 
T1SIG asks RAN4 group to review on the proposed pattern whether the TGPL1 value is inconsistence with the other parameters.
 ACTION: 
T1SIG asks RAN4 group to review on the proposed pattern whether it will disrupt the original intended measurement characteristics.
3. Date of Next Meetings:

TSG-T1/SIG Meeting #27

11th – 13th February 2003
USA.
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10th – 14th February 2003
USA.

