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1. 
An adjusted set of  Fixed Reference Channel (FRC) Transport Block Sizes (TBS’s) consistent with the TBS signalling scheme for HSDPA appear in [2]. This document describes simulation results for the adjusted FRC’s , and compares the observed performance to that originally described in [1].

2. Simulation Results

Table 1, 
Table 2
 and Table 3 summarise the simulation results according to the revised fixed reference channel simulation assumptions for both the original and adjusted TBS’s.

Table 1 – Throughput (in kbps) for Fixed Reference Channel Set 1 – QPSK (
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	Channel Type
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(dB)
	Throughput
TBS=3200
(kbps)
	Throughput
TBS=3202
(kbps)

	PA3
	-3
	215
	220

	
	-6
	108
	113

	PB3
	-3
	217
	213

	
	-6
	102
	98

	VA30
	-3
	217
	214

	
	-6
	109
	104

	VA120
	-3
	214 
	210

	
	-6
	116 
	106


Table 2 – Throughput (in kbps) for Fixed Reference Channel Set 1 – QPSK (
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	Channel Type
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(dB)
	Throughput
TBS=3200
(kbps)
	Throughput
TBS=3202
(kbps)

	PA3
	-3
	464
	474

	
	-6
	373
	394

	PB3
	-3
	426
	417

	
	-6
	255
	250

	VA30
	-3
	425
	420

	
	-6
	261
	256

	VA120
	-3
	408
	403

	
	-6
	254
	249


Table 3 – Throughput (in kbps) for Fixed Reference Channel Set 1 – 16QAM (
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	Channel Type
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(dB)
	Throughput
TBS=4704
(kbps)
	Throughput
TBS=4664
(kbps)

	PA3
	-3
	501
	525

	
	-6
	297
	338

	PB3
	-3
	361
	346

	
	-6
	196
	160

	VA30
	-3
	348
	352

	
	-6
	181
	186

	VA120
	-3
	264
	221

	
	-6
	80
	44


3. Conclusions

Based on the simulation data, our current assessment is that there is little change in the observed throughout for the QPSK FRC’s.  We do note, however, a larger variation in the observed performance for the 16-QAM FRC’s. Accordingly, we propose that companies present 16-QAM FRC performance results, including impairments, at RAN4#26, so that any necessary further adjustments can be made. We also recommend that the QPSK FRC results require no further adjustment.
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