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1. 
In this contribution simulation results for HSDPA variable reference channel is presented. Only the ideal simulation results are given. Hopefully simulation results including receiver impairments will be finished during the meeting.

2. Simulation Assumptions

The simulation assumptions are according to 25.890 V1.01.0. 

Furthermore, we are using an inter TTI distance of 1 and the redundancy version parameter Xrv=0. 

3. Simulation Results

Table 1 gives a summary of the simulated performance results 

Table 1 

	Channel
	Ior/Ioc
	Ec/Ior
	Throughput [kbps]
	PER

	AWGN
 
	0
	-6
	492
	0.1884

	
	0
	-3
	854
	0.2148

	PA3
 
	0
	-6
	342
	0.328

	
	0
	-3
	714
	0.3256

	PB3
 
	0
	-6
	276
	0.2676

	
	0
	-3
	518
	0.2948

	VA30
 
	0
	-6
	139
	0.4584

	
	0
	-3
	266
	0.4682

	AWGN
 
	5
	-6
	1345
	0.1544

	
	5
	-3
	1959
	0.1438

	PA3
 
	5
	-6
	755
	0.2968

	
	5
	-3
	1362
	0.2846

	PB3
 
	5
	-6
	491
	0.2216

	
	5
	-3
	868
	0.2382

	VA30
 
	5
	-6
	263
	0.4346

	
	5
	-3
	469
	0.4424

	AWGN
 
	10
	-6
	2630
	0.081

	
	10
	-3
	3271
	0.0864

	PA3
 
	10
	-6
	1187
	0.3076

	
	10
	-3
	1767
	0.3128

	PB3
 
	10
	-6
	604
	0.2492

	
	10
	-3
	1060
	0.2566

	VA30
 
	10
	-6
	358
	0.4244

	
	10
	-3
	635
	0.4222







































