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3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the following definitions apply:

Node B Tx Diversity mode - A Node B is in transmit diversity mode when the CPICH transmit diversity indicator, P-CCPCH STTD indicator and the primary and secondary SCH TSTD indicators are enabled.
6
Transmitter characteristics

6.1 General

Unless otherwise stated, the requirements in Section 6 assume that the transmitter is not equipped with diversity. For transmitters with diversity, the requirements apply to each antenna connector separately, with the other one(s) terminated or disabled .The requirements are otherwise unchanged.
Unless otherwise stated, the transmitter characteristics are specified at the BS antenna connector (test port A) with a full complement of transceivers for the configuration in normal operating conditions. If any external apparatus such as a TX amplifier, a diplexer, a filter or the combination of such devices is used, requirements apply at the far end antenna connector (port B).


[image: image1.wmf]BS

cabinet

Test port A

Test port B

External

diplexer

or

TX filter

(

if any

)

External

PA

(

if any)

Towards

antenna 

connector

Þ


Figure 6.1: Transmitter test ports























































































3GPP


_1013264707.doc


Towards 



antenna connector



(











External PA











(if any)











External diplexer



or 



TX filter







(if any)











Test port B







Test port A











BS



cabinet












