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1. Overall Description:

RAN4 would like to thank T1/RF for the LS on application of test tolerances. RAN4 recognizes that there are still some issues in the guidance of RAN4 that should be further clarified. RAN4 hopes that the additional guidance given by this LS will ease the work of T1/RF. However, if it is considered necessary, RAN4 is pleased to give further guidance on the application of test tolerances.

In the previous LS RAN4 gave the following guidance:

s

In order for the test cases of TS34.121 to meet the general requirements and test requirements defined in TS25.133 RAN4 proposes that the following principles are taken into account when the T1/RF includes test tolerances to the RRM test cases.

1. Maintain the minimum Ec/Io levels of the cells involved in the actual testing e.g. cell reselection process or event triggered reporting process at least as high as in the original test case of TS25.133. This may mean that the Îor/Ioc, CPICH Ec/Ior and SCH Ec/Ior levels of all the cells of the test case are adjusted more than the actual test tolerance because when more cells are on one carrier frequency the test tolerance will affect the test case more. 

2. Maintain the Ec/Io difference of the cells at least as large as defined by the test case of TS25.133
RAN4 would now like add that

3. Relative Ec/Ior levels of different channels e.g. SCH and CPICH should be maintained as close to the original as possible. The level of OCNS may be adjusted if necessary.

4. RAN4 test cases should be kept as close to the original ones as possible

5. Interfering cells should not be set higher (in terms of Ec/Io levels) than defined by the RAN4 test cases but on the other hand interfering cells should also be kept as close to the original level as possible 

When applying test tolerances T1/RF should consider as the first priority to satisfy the points 1,  2 and 3 and next the points 4 and 5.

2. Actions:

To T1/RF group.

ACTION: 
RAN4 would like to request T1/RF to consider the additional guidance given by the LS when applying test tolerances to the RRM test cases in TS34.121.
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