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1. Introduction

In this paper, we provide simulation results for Variable Reference Channels with latest assumptions as in the TR 25.890 V1.3.0, circulated on WG4 email reflector (7.5 time slots delay between the end of reference CQI measurement period and start of the corresponding HS-DSCH sub-frame, CQI0 is not counted in PER statistics). 

2. Results

	Propag. Channel
	Ior/Ioc (dB)
	HS-DSCH

Ec/Ior (dB)
	Inter TII=1



	
	
	
	PER
	T-put

R

(kbps)

	AWGN
	10
	-3
	0.02
	3504

	
	
	-6
	0.08
	2562

	
	5
	-3
	0.03
	2223

	
	
	-6
	0.10
	1441

	
	0
	-3
	0.14
	991

	
	
	-6
	0.08
	614

	PA3
	10
	-3
	0.30
	1552

	
	
	-6
	0.31
	1040

	
	5
	-3
	0.33
	1015

	
	
	-6
	0.33
	645

	
	0
	-3
	0.36
	525

	
	
	-6
	0.35
	301

	PB3
	10
	-3
	0.20
	1155

	
	
	-6
	0.20
	682

	
	5
	-3
	0.22
	896

	
	
	-6
	0.22
	516

	
	0
	-3
	0.29
	518

	
	
	-6
	0.27
	283

	VA30
	10
	-3
	0.23
	1053

	
	
	-6
	0.24
	607

	
	5
	-3
	0.27
	778

	
	
	-6
	0.27
	443

	
	0
	-3
	0.33
	432

	
	
	-6
	0.33
	229


3. Conclusion

We propose to include these results in current TR 25.890.   
