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	Reason for change:
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	The measurement bandwidth for radiated spurious emissions above 1GHz is not in line with ITU-R SM 329. In 34.124 v3.3.0, it is incorrect for both Idle and Traffic mode. If the correction is not made from R99 but only for future releases, there will be different and conflicting  requirements in each release.
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	The mesurement bandwidth is corrected.
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	The specification will be in conflict to international regulatory requrirements in ITU-R SM.329-9, CISPR 22, CISPR 16-1 and harmonised standards.
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8.2.3
Limits

The references for these requirements are ITU-R SM 329-8 [11] and TS 25.101 subclauses 6.6.3.1. and 7.9.1. [12]

The frequency boundary and reference bandwidths for the detailed transitions of the limits between the requirements for out of band emissions and spurious emissions are based on ITU-R SM 329-8 [11].

These requirements are only applicable for frequencies, which are greater than 12.5 MHz away from the UE centre carrier frequency

Table 3: Radiated Spurious emissions requirements
	Frequency 
	Minimum requirement (e.r.p.)/ Reference Bandwidth 

Idle mode
	Minimum requirement (e.r.p.) / Reference Bandwidth

Traffic mode

	30 MHz ( f < 1000 MHz
	-57dBm / 100 kHz
	-36 dBm / 100 kHz

	1 GHz ( f < 12.75 GHz
fc – 12.5 MHz < f < fc + 12.5 MHz
	-47dBm /  1 MHz
Not defined
	-30 dBm /  1 MHz
Not defined


NOTE:
fc is the centre frequency of the TCH. The frequency range fc ( 12.5 MHz are covered by the "Out of Band" emission requirements of  TS 34.121[2] and TS 34.122 [3].
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