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1. 
In this contribution new simulation results for HSDPA variable reference channel, is presented. 

2. Simulation Assumptions

The simulation assumptions are according to 25.890 V1.3.0.
3. Simulation Results

Table 1 gives a summary of the simulated performance results 

Table 1 

	Channel
	Ior/Ioc (dB)
	Ec/Ior (dB)
	no Rx impairments
	with Rx impairments

	
	
	
	Tpt (kbps)
	PER
	Tpt
	PER

	AWGN
	0
	-6
	509
	0,0928
	413
	0,1164

	
	0
	-3
	914
	0,1114
	705
	0,181

	PA3
	0
	-6
	463
	0,2232
	412
	0,123

	
	0
	-3
	645
	0,2548
	581
	0,2708

	PB3
	0
	-6
	327
	0,1468
	287
	0,1664

	
	0
	-3
	562
	0,1654
	496
	0,1958

	VA30
	0
	-6
	189
	0,3818
	168
	0,3896

	
	0
	-3
	352
	0,3858
	320
	0,3922

	VA120
	0
	-6
	176
	0,3654
	153
	0,3861

	
	0
	-3
	335
	0,3742
	290
	0,4028

	AWGN
	5
	-6
	1354
	0,1012
	1100
	0,0126

	
	5
	-3
	2026
	0,0906
	1771
	0,0262

	PA3
	5
	-6
	969
	0,208
	857
	0,1219

	
	5
	-3
	1319
	0,1977
	1205
	0,148

	PB3
	5
	-6
	562
	0,1152
	510
	0,1116

	
	5
	-3
	947
	0,136
	866
	0,1344

	VA30
	5
	-6
	347
	0,3596
	323
	0,3396

	
	5
	-3
	625
	0,3578
	579
	0,3484

	VA120
	5
	-6
	343
	0,2658
	310
	0,273

	
	5
	-3
	610
	0,2916
	546
	0,3044

	AWGN
	10
	-6
	2623
	0,0582
	1775
	0,001

	
	10
	-3
	3362
	0,0578
	2608
	0,0028

	PA3
	10
	-6
	1465
	0,2376
	1310
	0,0684

	
	10
	-3
	1921
	0,1994
	1829
	0,0882

	PB3
	10
	-6
	713
	0,1374
	666
	0,0952

	
	10
	-3
	1212
	0,1372
	1131
	0,1218

	VA30
	10
	-6
	465
	0,34
	450
	0,306

	
	10
	-3
	836
	0,3422
	792
	0,3184

	VA120
	10
	-6
	465
	0,2252
	429
	0,218

	
	10
	-3
	832
	0,233
	753
	0,2442







































