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1. Introduction

This document presents FRC simulation results for H-set4 (QPSK only terminal). 

2. Simulation Results

Results are summarized in Table 1. Results with and without implementation margin are presented.
Table 1 H-SET4 FRC

	Channel Model
	Modulation
	G factor [dB]
	HS-PDSCH

Ec/Ior [dB]
	Throughput [kbps]

	
	
	
	
	Without

Implementation margin
	With Implementation margin

	PA3
	QPSK
	0
	-6
	107
	70

	
	
	
	-3
	215
	158

	PB3
	QPSK
	0
	-6
	87
	29

	
	
	
	-3
	206
	150

	VA30
	QPSK
	0
	-6
	95
	23

	
	
	
	-3
	211
	162

	VA120
	QPSK
	0
	-6
	94
	12

	
	
	
	-3
	208
	163

	PA3
	QPSK
	10
	-6
	391
	336

	
	
	
	-3
	466
	433

	PB3
	QPSK
	10
	-6
	248
	193

	
	
	
	-3
	426
	301

	VA30
	QPSK
	10
	-6
	253
	197

	
	
	
	-3
	421
	313

	VA120
	QPSK
	10
	-6
	246
	190

	
	
	
	-3
	408
	296


3. Conclusions

FRC H-SET4 simulation results are presented. It is recommended results be considered for the basis of determining minimum performance specification[1].
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