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1. Introduction

This document presents updated simulation results for VRC.  

2. Simulation Results

Results are summarized in Table 1. The results differ only slightly from the ones presented in [1]. Note also that the results do not include all necessary implementation margins.

Table 1 Summary of VRC results-single antenna transmission

	Channel Model
	G factor [dB]
	HS-PDSCH

Ec/Ior [dB]
	Throughput [kbps]
	BLER

	PA3
	0
	-6
	335
	0.31

	
	
	-3
	549
	0.33

	PB3
	0
	-6
	272
	0.25

	
	
	-3
	505
	0.27

	VA30
	0
	-6
	182
	0.40

	
	
	-3
	346
	0.41

	AWGN
	0
	-6
	443
	0.24

	
	
	-3
	784
	0.24

	PA3
	5
	-6
	668
	0.3

	
	
	-3
	1030
	0.31

	PB3
	5
	-6
	489
	0.21

	
	
	-3
	871
	0.21

	VA30
	5
	-6
	355
	0.35

	
	
	-3
	638
	0.35

	AWGN
	5
	-6
	1197
	0.19

	
	
	-3
	1799
	0.19

	PA3
	10
	-6
	1066
	0.30

	
	
	-3
	1571
	0.30

	PB3
	10
	-6
	636
	0.21

	
	
	-3
	1099
	0.21

	VA30
	10
	-6
	504
	0.31

	
	
	-3
	876
	0.32

	AWGN
	10
	-6
	2387
	0.14

	
	
	-3
	3064
	0.14


3. Conclusions

Updated results for VRC single antenna transmission case are presented.  The results are to be used as a basis for further discussions on simulation alignment and CQI performance assessment. 
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