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1 Introduction

Simulation results for assessment of CQI reporting performance in AWGN conditions have been produced according to the assumptions in R4-030326 and further discussions in the simulation Ad-Hoc.

2 Results

After determining the median CQI report for a given combination of geometry and Ec/Ior, the actual transmitted TF was adjusted in line with the median CQI report. Under that condition, the BLER values for sub-frames assigned with a CQI report of median CQI –1, median CQI, median CQI+1 and median CQI +2 were determined. The resulting BLER values and the percentage of CQI reports in the range of the median CQI +/- 2 are listed in Table 1.

	Geometry

(dB)
	Ec/Ior

(dB)
	% CQI in CQI_Median +/- 2
	BLER

(Med-1)
	BLER

(Med)
	BLER

(Med+1)
	BLER

(Med+2)

	0
	-3
	99.76
	0
	0.0054
	0.9184
	1

	0
	-6
	99.76
	0
	0.0180
	0.6282
	1

	5
	-3
	99.55
	0.0006
	0.0032
	0.9170
	1

	5
	-6
	99.55
	0
	0.0196
	0.8154
	1

	10
	-3
	99.48
	0.0024
	0.0558
	0.9992
	1

	10
	-6
	99.48
	0.0026
	0.0124
	0.9968
	1


Table 1
BLER with Median CQI used as TF 
3 Conclusion

Results should be included in the HSDPA TR (25.890)

