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1. Introduction

In RAN#19 a new work item for introduction of DS-CDMA (W-CDMA) into the 800MHz band (in Japan, ITU region 3) was approved [1]. While the technical investigations are still going on at the National Telecommunication Council of Japan and be finalized at the coming June, it would be worthwhile to see which part of the specifications would be changed. This paper provides expected changes taking into account the discussion in the NTC of Japan, though most of them are tentative guess.
2. Expected changes in UE and BS requirements
Expected changes in UE and BS are shown in Table-1 and Table-2 respectively. As for BS specifications, it should be noted that corresponding changes will be needed for TS25.141 as well which is not explicitly shown below.

Table 1 – Expected Changes for TS25.101 (UE requirements)

	Clause
	Description
	Description of change

	5.2
	Frequency band
	A new table for paired bands

	5.3
	TX-RX Bands
	A new table for frequency separation

	5.4.2
	Channel raster
	No changes expected. [100kHz offset]

	5.4.3
	Channel number
	A new channel numbering for band.

	5.4.4
	UARFCN
	Channel numbering for band

	6.2.1
	Max Power
	[No changes expected.]

	6.6.2.1
	Emission Mask
	[No changes expected.]

	6.6.3
	Tx Spurious
	[No changes expected.]

	7.3
	Reference sensitivity
	[To be clarified.]

	7.6
	Blocking 
	[To be clarified.]

	7.8
	Intermodulation
	[To be clarified.]

	7.9
	Rx spurious emission
	[To be clarified.]


Table 2 – Expected Changes for TS25.104 (BS requirements)*
	Clause
	Description
	Description of change

	5.2
	Frequency band
	A new table for paired bands 

	5.3
	TX-RX Bands
	A new table for frequency separation 

	5.4.2
	Channel raster
	No changes expected. [100kHz offset]

	5.4.3
	Channel number
	A new channel numbering for band.

	5.4.4
	UARFCN
	Channel numbering for band

	6.6.2.1
	Emission mask
	[To be clarified.]

	6.6.3.1
	Tx Spurious emissions
	[Required for regulatory]

	6.6.3.2
	Protection of BS receiver
	[To be clarified.]

	6.6.3.6
	Co-existence with services in adjacent frequency bands
	[To be clarified.]

	6.6.3.X
	Co-existence requirements
	[Required for regulatory]

	7.5
	Blocking 
	[To be clarified.]

	7.6
	Inter-modulation
	[To be clarified.]

	7.7
	Rx spurious emission
	[To be clarified.]


*Corresponding changes are expected for test specs in TS25.141.
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