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1. Introduction

This document presents simulation results for CQI test under AWGN with STTD. The same assumption with single antenna case is used. The purpose of simulation is to confirm whether the requirements for single antenna are applicable to STTD.

2. Simulation results

Probability of reported CQI that falls within the range between median-2 and median+2 and PER of CQI median are simulated in accordance with [1]. Simulation results of the probability are summarized in Table 1. PER of CQI median is listed in Table 2.

It can be seen that the probability of STTD case is consistent with results of single antenna [2].

Table 1
Probability within the range between median-2 and median+2

	G factor [dB]
	HS-PDSCH

Ec/Ior [dB]
	Simulation results without implementation margin:

Probability within the range 

between median-2 and median+2 [%]

	0
	-3
	99.79

	5
	-3
	99.74

	10
	-3
	99.70


Table 2 Median PER performance
	G factor [dB]
	HS-PDSCH Ec/Ior [dB]
	Simulation results without implementation margin

	
	
	Median-1 PER
	Median PER
	Median+2 PER

	0
	-3
	< 0.001
	< 0.001
	1.0

	5
	-3
	< 0.001
	0.011
	1.0

	10
	-3
	< 0.001
	0.007
	1.0


3. Conclusion

Simulation results for CQI AWGN test with STTD were presented. The extension of CQI test to STTD case seems to be feasible. Results with implementation margin will be presented at the next RAN4 meeting.
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