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8.7.3
Combining of reliable TPC commands from radio links of different radio link sets
8.7.3.1
Minimum requirement
Test 1 verifies that the UE follows only the reliable TPC commands in soft handover. Test 2 verifies that the UE follows all the reliable TPC commands in soft handover.

Test parameters are specified in Table 8.28B. Before the start of the tests, the UE transmit power shall be initialised to -15 dBm. An actual UE transmit power may vary from the target level of -15 dBm due to inaccurate UE output power step.

During tests 1 and 2 the UE transmit power samples, which are defined as the mean power over one timeslot, shall stay 90% of the time within the range defined in Table 8.28C.

Table 8.28B: Parameters for reliable TPC command combining

	Parameter
	Unit
	Test 1
	Test 2

	Phase reference
	-
	P-CPICH

	DPCH_Ec/Ior1
	dB
	Note 1
	Note 1 & Note 3

	DPCH_Ec/Ior2
	dB
	DPCH_Ec/Ior1 - 10
	DPCH_Ec/Ior1 + 6

	DPCH_Ec/Ior3
	dB
	DPCH_Ec/Ior1 - 10
	-

	Îor1/Ioc
	dB
	-1
	-1

	Îor2/Ioc
	dB
	-1
	-1

	Îor3/Ioc
	dB
	-1
	-
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	dBm/3.84 MHz
	-60

	Power-Control-Algorithm
	-
	Algorithm 1

	UL Power Control step size, TPC
	dB
	1

	Cell 1 TPC commands 
	-
	Note 2
	Note 2

	Cell 2 TPC commands 
	-
	“1”
	“1”

	Cell 3 TPC commands
	-
	“1”
	-

	Information data Rate
	kbps
	12.2 

	Propagation condition
	-
	Static 

	Note 1:
The DPCH_Ec/Ior1 is set at the level corresponding to 5% TPC error rate.

Note 2:
The uplink power control from cell1 shall be such that the UE transmit power would stay at -15 dBm.

Note 3:
The maximum DPCH_Ec/Ior1 level in cell1 is -9 dB. 


Table 8.28C: Test requirements for reliable TPC command combining

	Parameter
	Unit
	Test 1
	Test 2

	UE output power
	dBm
	-15 ± 5 dB
	-15 ± 3 dB
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