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6
Transmitter characteristics

6.1
General

Unless otherwise stated, the transmitter characteristics are specified at the antenna connector of the UE. For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed. Transmitter characteristics for UE(s) with multiple antennas/antenna connectors are FFS.

The UE antenna performance has a significant impact on system performance, and minimum requirements on the antenna efficiency are therefore intended to be included in future versions of the present document. It is recognised that different requirements and test methods are likely to be required for the different types of UE. 
All the parameters in clause 6 are defined using the UL reference measurement channel (12.2 kbps) specified in subclause  A.2.1 and unless stated with the UL power control ON

------------------------------ NEXT MODIFIED SECTION ------------------------------

6.5.3
Change of TFC

A change of TFC (Transport Format Combination) in uplink means that the power in the uplink varies according to the change in data rate. DTX, where the DPDCH is turned off, is a special case of variable data, which is used to minimise the interference between UE(s) by reducing the UE transmit power when voice, user or control information is not present.

6.5.3.1
Minimum requirement

A change of output power is required when the TFC, and thereby the data rate, is changed. The ratio of the amplitude between the DPDCH codes and the DPCCH code will vary. The power step due to a change in TFC shall be calculated in the UE so that the power transmitted on the DPCCH shall follow the inner loop power control. The step in total transmitted power (DPCCH + DPDCH) shall then be rounded to the closest integer dB value. A power step exactly half-way between two integer values shall be rounded to the closest integer of greater magnitude. The accuracy of the power step, given the step size, is specified in Table 6.8. The power change due to a change in TFC is defined as the relative power difference between the mean power of the original (reference) timeslot and the mean power of the target timeslot, not including the transient duration. The transient duration is from 25(s before the slot boundary to 25(s after the slot boundary.
Table 6.8: Transmitter power step tolerance

	Power step size (Up or down)

P [dB]
	Transmitter power step tolerance [dB]

	0
	+/- 0.5

	1
	+/- 0.5

	2
	+/- 1.0

	3
	+/- 1.5

	4 ( Δ P (10
	+/- 2.0

	11 ( Δ P (15
	+/- 3.0

	16 ( Δ P (20
	+/- 4.0

	21 ( Δ P
	+/- 6.0


The transmit power levels versus time shall meet the mask specified in Figure 6.4.
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Figure 6.4: Transmit template during TFC change
------------------------------ NEXT MODIFIED SECTION ------------------------------

9.2
Demodulation of HS-DSCH (Fixed Reference Channel)

The performance requirement for a particular UE belonging to certain HS-DSCH category are determined according to Table 9.1.

Table 9.1: Mapping between HS-DSCH category and FRC

	HS-DSCH category
	Corresponding requirement

	Category 1
	H-Set 1

	Category 2
	H-Set 1

	Category 3
	H-Set 2

	Category 4
	H-Set 2

	Category 5
	H-Set 3

	Category 6
	H-Set 3

	Category 11
	H-Set 4

	Category 12
	H-Set 5

	Category 7
	H-Set 6

	Category 8
	H-Set 6


During the Fixed Reference Channel tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.1A:

Table 9.1A: Node-B Emulator Behaviour in response to ACK/NACK/DTX

	HS-DPCCH ACK/NACK Field State
	Node-B Emulator Behaviour

	ACK
	ACK: new transmission using  1st redundancy and constellation version (RV) 

	NACK
	NACK: retransmission using the next RV (up to the maximum permitted number or RV’s)

	DTX
	DTX: retransmission using the RV previously transmitted to the same H-ARQ process


NOTE:
Performance requirements in this section assume a sufficient power allocation to HS-SCCH_1 so that probability of reporting DTX is very low.
------------------------------ NEXT MODIFIED SECTION ------------------------------

9.2.1.3
Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 4/5
For the parameters specified in Table 9.6, the requirements are specified in terms of a minimum information bit throughput R as shown in Table 9.7 and 9.8 for the DL reference channels specified in Annex A.7.1.4 and A.7.1.5.

Table 9.6: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4


Table 9.7: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	72
	340

	
	
	-3
	N/A
	439

	2
	PB3
	-6
	24
	186

	
	
	-3
	142
	299

	3
	VA30
	-6
	19
	183

	
	
	-3
	148
	306

	4
	VA120
	-6
	11
	170

	
	
	-3
	144
	284

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.8: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	98
	464

	
	
	-3
	N/A
	635

	2
	PB3
	-6
	35
	272

	
	
	-3
	207
	431

	3
	VA30
	-6
	33
	285

	
	
	-3
	213
	443

	4
	VA120
	-6
	20
	272

	
	
	-3
	210
	413

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


------------------------------ NEXT MODIFIED SECTION ------------------------------

B.2
Propagation Conditions

B.2.1
Static propagation condition

The propagation for the static performance measurement is an Additive White Gaussian Noise (AWGN) environment. No fading and multi-paths exist for this propagation model.

B.2.2
Multi-path fading propagation conditions

Table B1 shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum.

Table B.1: Propagation Conditions for Multi path Fading Environments (Cases 1 to 6)

	Case 1
	Case 2
	Case 3
	Case 4
	Case 5 (Note 1)
	Case 6

	Speed for Band I, II, III and IV:
3 km/h
	Speed for Band I, II, III and IV:
3 km/h
	Speed for Band I, II, III and IV:
120 km/h
	Speed for Band I, II, III and IV:
3 km/h
	Speed for Band I, II, III and IV:
50 km/h
	Speed for Band I, II, III and IV:
250 km/h

	Speed for Band V and VI:
7 km/h
	Speed for Band V and VI:
7 km/h
	Speed for Band V and VI:
282 km/h (Note 2)
	Speed for Band V and VI:
7 km/h
	Speed for Band V and VI:
118 km/h
	Speed for Band V and VI:
583 km/h (Note 2)

	
	
	
	
	
	

	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3
	976
	0
	976
	-10
	260
	-3

	
	
	20000
	0
	521
	-6
	
	
	
	
	521
	-6

	
	
	
	
	781
	-9
	
	
	
	
	781
	-9


NOTE 1:
Case 5 is only used in TS25.133.

NOTE 2:
Speed above 250km/h is applicable to demodulation performance requirements only.

Table B.1A shows propagation conditions that are used for the performance measurements in multi-path environment when UE is informed by higher layer signalling that only DPCCH exists for channel estimation. All taps have classical Doppler spectrum. Taps are normalized to the strongest tap in the beam/sector. The actual power relation between the sector and the beam is determined by the test case.

Table B.1A: Propagation Conditions for Multi path Fading Environments (Case 7)

	Case 7

	Speed for Band I, II, III and IV: 50 km/h

	Speed for Band V, VI: 118 km/h

	Relative Delay [ns]
	Average Power [dB]

	
	Sector
	Beam

	0
	0.0
	-

	260
	-4.3
	-

	1040
	-6.6
	-

	4690
	-2.0
	0.0

	7290
	-7.0
	-0.3

	14580
	-7.5
	-0.9


Table B.1B shows propagation conditions that are used for HSDPA performance measurements in multi-path fading environment.

Table B.1B: Propagation Conditions for Multi-Path Fading Environments for HSDPA Performance Requirements

	ITU Pedestrian A

Speed 3km/h

(PA3)
	ITU Pedestrian B

Speed 3km/h

(PB3)
	ITU vehicular A

Speed 30km/h

(VA30)
	ITU vehicular A

Speed 120km/h

(VA120)

	Speed for Band I, II, III and IV
3 km/h
	Speed for Band I, II, III and IV
3 km/h
	Speed for Band I, II, III and IV
30 km/h
	Speed for Band I, II, III and IV
120 km/h

	Speed for Band V, VI
7 km/h
	Speed for Band V, VI
7 km/h
	Speed for Band V, VI
71 km/h
	Speed for Band V, VI
282 km/h (Note 1)

	Relative Delay 

[ns]
	Relative Mean Power [dB]
	Relative Delay

 [ns]
	Relative Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative

 Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative 

Mean Power

 [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	110
	-9.7
	200
	-0.9
	310
	-1.0
	310
	-1.0

	190
	-19.2
	800
	-4.9
	710
	-9.0
	710
	-9.0

	410
	-22.8
	1200
	-8.0
	1090
	-10.0
	1090
	-10.0

	
	
	2300
	-7.8
	1730
	-15.0
	1730
	-15.0

	
	3700
	-23.9
	2510
	-20.0
	2510
	-20.0


NOTE 1:
Speed above 120km/h is applicable to demodulation performance requirements only.


Table B.1C shows propagation conditions that are used for CQI test in multi-path fading

Table B.1C: Propagation Conditions for CQI test in multi-path fading

	Case 8, 

speed 30km/h

	Relative Delay [ns]
	Relative mean Power [dB]

	0
	0

	976
	-10
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