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7.4
Maximum input level

This is defined as the maximum mean power received at the UE antenna port, at which the specified BER performance shall be met.

7.4.1
Minimum requirement for DPCH reception

The BER shall not exceed 0.001 for the parameters specified in Table 7.3.

Table 7.3: Maximum input level
	Parameter
	Unit
	Level
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	dB
	-19

	Îor
	dBm/3.84 MHz
	-25

	UE transmitted mean power 
	dBm
	20  (for Power class 3)

18  (for Power class 4)


NOTE:
Since the spreading factor is large (10log(SF)=21dB), the majority of the total input signal consists of the OCNS interference.  The structure of OCNS signal is defined in Annex C.3.2.

7.4.2
Minimum requirement for HS-PDSCH reception

7.4.2.1
Minimum requirement for 16QAM


The requirements are specified in terms of a minimum information bit throughput R for the DL reference channel H-Set 1 (16 QAM version) specified in Annex A.7.1.1. with the addition of the parameters in Table 7.3A and the downlink physical channel setup according to table C.8.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in table 7.3B.
Table 7.3A

	Parameter
	Unit
	Value

	Phase reference
	
	P-CPICH

	Îor1
	dBm/3.84 MHz
	-25 

	UE transmitted mean power 
	dBm
	20  (for Power class 3)

18  (for Power class 4)

	DPCH_Ec/Ior
	dB
	-13

	HS-SCCH_1_Ec/Ior
	dB
	-13

	Redundancy and constellation version
	
	6

	Maximum number of HARQ transmissions
	
	1

	Note 1:
The HS-SCCH and HS-DSCH shall be transmitted continuously with constant power but only every third TTI shall use the identity of the UE under test.


Table 7.3B

	HS-PDSCH
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