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1. Introduction

In the last RAN4 meeting (#33 in Yokohama), several companies presented HSDPA STTD Receive Diversity results without implementation margin [1]-[6]. These results were summarized in [7], and it was agreed that we will move on to the implementation margin step. We also had a discussion about non Tx diversity case. Although performance requirement of Non-Tx Diversity case were already decided, it was suggested that the test point should be changed [8]. Because in Rx Diversity case Ior/Ioc =0 is enough to get BLER=0.01. So in this contribution we show both STTD and non Tx diversity simulation results.

2. STTD Simulation Results

HS-SCCH with STTD simulation results with implementation margin are shown in Table 1.
Table 1 Results of HS-SCCH detection with Receive Diversity with implementation margin
	Channel Type
	Ior/Ioc (dB)
	HS-SCCH Ec/Ior(dB)
	BLER

	PA3
	0
	-15.1
	0.01

	VA30
	0
	-16.0
	0.01


3. Non Transmit Diversity Simulation Results

HS-SCCH without transmit diversity simulation results are shown in Table2 and Table3. Table2 shows the results without implementation margin, and Table3 shows the results with implementation margin. Test points are based on [8] which was agreed in the last RAN4 meeting. 

Table 2 Results of HS-SCCH detection with Receive Diversity without implementation margin
	Channel Type
	Ior/Ioc (dB)
	HS-SCCH Ec/Ior(dB)
	BLER

	PA3
	0
	-14.1
	0.01


Table 3 Results of HS-SCCH detection with Receive Diversity with implementation margin
	Channel Type
	Ior/Ioc (dB)
	HS-SCCH Ec/Ior(dB)
	BLER

	PA3
	0
	-12.6
	0.01


4. Conclusion
Receive Diversity Simulation results for HS-SCCH detection with implementation margin are presented. It is suggested that these results be used as a basis for deciding specification of HS-SCCH detection with Receive Diversity.
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