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1. Introduction

In the last RAN4 meeting (#33 in Yokohama), LMMSE equalizer simulation assumptions were decided [1]. In this document, we show simulation results without implementation margin based on these assumptions.
2. Simulation Results
The results without implementation margin for non Tx diversity, STTD and CL1 are shown from Table1 to Table6. Test points of HS-DSCH Ec/Ior are based on the agreement of HSDPA Ad Hoc meeting during the last RAN4 meeting. 
Table 1  Throughput for FRC H-set 6 QPSK(Ior/Ioc=10dB) without Tx diversity
	Tx Diversity
	Ec/Ior(dB)
	Throughput(kbps)

	PA3
	-3
	2433

	
	-6
	1839

	
	-9
	1081

	PB3
	-3
	2202

	
	-6
	1365

	
	-9
	714

	VA30
	-3
	2317

	
	-6
	1530

	
	-9
	962

	VA120
	-3
	2261

	
	-6
	1511

	
	-9
	988


Table 2  Throughput for FRC H-set 6 16QAM(Ior/Ioc=10dB) without Tx diversity
	Tx Diversity
	Ec/Ior(dB)
	Throughput(kbps)

	PA3
	-3
	2365

	
	-6
	1371

	
	-9
	706

	PB3
	-3
	1793

	
	-6
	950

	
	-9
	116

	VA30
	-3
	2006

	
	-6
	1291

	
	-9
	174

	VA120
	-3
	1992

	
	-6
	1322

	
	-9
	67


Table 3  Throughput for FRC H-set 6 QPSK(Ior/Ioc=10dB) with STTD
	Tx Diversity
	Ec/Ior(dB)
	Throughput(kbps)

	PA3
	-3
	2725

	
	-6
	2034

	
	-9
	1175

	PB3
	-3
	1612

	
	-6
	1032

	
	-9
	80

	VA30
	-3
	1678

	
	-6
	1098

	
	-9
	162

	VA120
	-3
	1634

	
	-6
	1083

	
	-9
	79


Table 4  Throughput for FRC H-set 6 16QAM(Ior/Ioc=10dB) with STTD
	Tx Diversity
	Ec/Ior(dB)
	Throughput(kbps)

	PA3
	-3
	2534

	
	-6
	1545

	
	-9
	773

	PB3
	-3
	1382

	
	-6
	97

	
	-9
	0

	VA30
	-3
	1511

	
	-6
	195

	
	-9
	0

	VA120
	-3
	1518

	
	-6
	82

	
	-9
	0


Table 5  Throughput for FRC H-set 6 QPSK(Ior/Ioc=10dB) with CL1
	Tx Diversity
	Ec/Ior(dB)
	Throughput(kbps)

	PA3
	-3
	2975

	
	-6
	2595

	
	-9
	1823

	PB3
	-3
	2160

	
	-6
	1321

	
	-9
	614

	VA30
	-3
	2251

	
	-6
	1405

	
	-9
	763

	VA120
	-3
	1680

	
	-6
	997

	
	-9
	99


Table 6  Throughput for FRC H-set 6 16QAM(Ior/Ioc=10dB) with CL1
	Tx Diversity
	Ec/Ior(dB)
	Throughput(kbps)

	PA3
	-3
	3453

	
	-6
	2250

	
	-9
	1383

	PB3
	-3
	1802

	
	-6
	872

	
	-9
	53

	VA30
	-3
	1950

	
	-6
	1106

	
	-9
	43

	VA120
	-3
	1499

	
	-6
	160

	
	-9
	0


3. Conclusion

Simulation results of FRC H-Set 6 for LMMSE equalizer without implementation margin are presented. It is suggested that these results be used as a basis for deciding specification of FRC H-Set 6 for LMMSE equalizer.
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