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1
Introduction

In the last RAN4 #33 in Shin-Yokohama, the simulation assumptions on LMMSE equalizer FRC H-Set 6 were agreed [1]. This contribution presents our simulation results of FRC H-Set 6 tests in no Tx Div case without implementation margin. 
2 Simulation results
Our simulation results without implementation margin are presented in Table 1. 
Table 1 Simulation results on FRC H-Set 6 tests, No Tx Div case
	Channel Model
	Modulation scheme
	HS-PDSCH

Ec / Ior [dB]
	Throughput [kbps] without Implementation margin
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/

oroc

II

= 10 [dB]

	PA3
	QPSK
	-3
	2612

	
	
	-6
	2176

	
	
	-9
	1510

	
	16QAM
	-3
	2754

	
	
	-6
	1765

	
	
	-9
	959

	PB3
	QPSK
	-3
	2521

	
	
	-6
	1588

	
	
	-9
	924

	
	16QAM
	-3
	1996

	
	
	-6
	1074

	
	
	-9
	205

	VA30
	QPSK
	-3
	2424

	
	
	-6
	1658

	
	
	-9
	1067

	
	16QAM
	-3
	2087

	
	
	-6
	1196

	
	
	-9
	221

	VA120
	QPSK
	-3
	2233

	
	
	-6
	1534

	
	
	-9
	994

	
	16QAM
	-3
	2042

	
	
	-6
	1238

	
	
	-9
	77


3    Conclusions

We presented the simulation results without implementation margin to derive the performance requirements on the FRC H-Set 6 for LMMSE equalizer. 
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