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4.3.4.2
Spectrum emission mask

The modem spectrum emission mask is specified in figure 4.3.4.2.1. Intermediate values may be obtained by linear interpolation between the points shown. The corresponding measurement bandwidths are specified in table 4.3.4.2.1. For modem configurations according to figure 4.3.1 the BS modem emissions shall  not exceed the limits of  the spectrum emission mask at reference point 2. For modem configurations according to figure 4.3.2 the BS with integrated BS modem emissions shall  not exceed the limits of  the spectrum emission mask at reference point 2 only for frequencies below 20 MHz. RET modem emissions shall not exceed the limits of  the spectrum emission mask at reference point 3.
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Figure 4.3.4.2.1: Modem spectrum emission mask.

Note 1:
For frequencies <1GHz the general emission limit is -108dBm, except modem operating band UL frequencies where the emission limit is -135 dBm.
For frequencies ≥1GHz the general emission limit is -98dBm, except modem operating band UL frequencies where the emission limit is -125 dBm.
Table 4.3.4.2.1: Modem spectrum emission mask measurement bandwidth

	Band
	Measurement Bandwidth

	9 kHz - 150 kHz
	1 kHz

	150 kHz - 30 MHz
	10 kHz

	30 MHz - 1 GHz
	100 kHz

	1 GHz - 12.75 GHz
	1 MHz
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