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8.3
Demodulation of DCH in multi-path fading propagation conditions

8.3.1
Single Link Performance

The receive characteristics of the Dedicated Channel (DCH) in different multi-path fading environments are determined by the Block Error Ratio (BLER) values. BLER is measured for the each of the individual data rate specified for the DPCH. DCH is mapped into in Dedicated Physical Channel (DPCH).
8.3.1.1
Minimum requirement

 For the parameters specified in Table 8.7, 8.9 , 8.11, 8.13 and 8.14A the average downlink [image: image1.wmf]or
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DPCH
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 power ratio shall be below the specified value for the BLER shown in Table 8.8, 8.10, 8.12, 8.14 and 8.14B. These requirements are applicable for TFCS size 16.
Table 8.7: Test Parameters for DCH in multi-path fading propagation conditions (Case 1)

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dB
	9 
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2
	64
	144
	384


Table 8.8: Test requirements for DCH in multi-path fading propagation conditions (Case 1)

	Test Number
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	BLER

	1
	-15.0 dB
	10-2

	2
	-13.9 dB
	10-1

	
	-10.0 dB
	10-2

	3
	-10.6 dB
	10-1

	
	-6.8 dB
	10-2

	4
	-6.3 dB
	10-1

	
	-2.2 dB
	10-2


Table 8.9: DCH parameters in multi-path fading propagation conditions (Case 2)
	Parameter
	Unit
	Test 5
	Test 6
	Test 7
	Test 8

	Phase reference
	
	P-CPICH
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	dB
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	-3
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	6

	[image: image7.wmf]oc

I


	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2
	64
	144
	384


Table 8.10: DCH requirements in multi-path fading propagation (Case 2)

	Test Number
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	BLER

	5
	-7.7 dB
	10-2 

	6
	-6.4 dB
	10-1 

	
	-2.7 dB
	10-2 

	7
	-8.1 dB
	10-1 

	
	-5.1 dB
	10-2 

	8
	-5.5 dB
	10- 1

	
	-3.2 dB
	10-2 


Table 8.11: DCH parameters in multi-path fading propagation conditions (Case 3)

	Parameter
	Unit
	Test 9
	Test 10
	Test 11
	Test 12

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2
	64
	144
	384


Table 8.12: DCH requirements in multi-path fading propagation conditions (Case 3)
	Test Number
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	BLER

	9
	-11.8 dB
	10-2 

	10
	-8.1 dB
	10-1 

	
	-7.4 dB
	10-2 

	
	-6.8 dB
	10-3 

	11
	-9.0 dB
	10-1 

	
	-8.5 dB
	10-2 

	
	-8.0 dB
	10-3 

	12
	-5.9 dB
	10-1 

	
	-5.1 dB
	10-2 

	
	-4.4 dB
	10-3 


Table 8.13: DCH parameters in multi-path fading propagation conditions (Case 1) with S-CPICH

	Parameter
	Unit
	Test 13
	Test 14
	Test 15
	Test 16

	Phase reference
	
	S-CPICH
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	dB
	9
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2
	64
	144
	384


Table 8.14: DCH requirements in multi-path fading propagation conditions (Case 1) with S-CPICH

	Test Number
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	BLER

	13
	-15.0 dB
	10-2

	14
	-13.9 dB
	10-1

	
	-10.0 dB
	10-2

	15
	-10.6 dB
	10-1

	
	-6.8 dB
	10-2

	16
	-6.3 dB
	10-1

	
	-2.2 dB
	10-2


Table 8.14A: DCH parameters in multi-path fading propagation conditions (Case 6)

	Parameter
	Unit
	Test 17
	Test 18
	Test 19
	Test 20

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2
	64
	144
	384


Table 8.14B: DCH requirements in multi-path fading propagation conditions (Case 6)
	Test Number
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	BLER

	17
	-8.8 dB
	10-2 

	18
	-5.1 dB
	10-1 

	
	-4.4 dB
	10-2 

	
	-3.8 dB
	10-3 

	19
	-6.0 dB
	10-1 

	
	-5.5 dB
	10-2 

	
	-5.0 dB
	10-3 

	20
	-2.9 dB
	10-1 

	
	-2.1 dB
	10-2 

	
	-1.4 dB
	10-3 


Table 8.14C: (Void)
	
	
	
	
	
	

	
	
	

	
	
	
	
	
	

	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	


Table 8.14D: (Void)
	
	

	
	

	
	

	
	

	
	


Table 8.14E: (Void)
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Table 8.14F: (Void)
	
	

	
	



---- Change of Section -----

A.4A
(Void)
A.4A.1
(Void)

Table A.20A: (Void)
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


Table A.20B: (Void))
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	




Figure A.11A (Informative): (Void)
---- Change of Section ----
Annex B (normative):
Propagation conditions

B.1
General

Void

B.2
Propagation Conditions

B.2.1
Static propagation condition

The propagation for the static performance measurement is an Additive White Gaussian Noise (AWGN) environment. No fading and multi-paths exist for this propagation model.

B.2.2
Multi-path fading propagation conditions

Table B1 shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum.

Table B.1: Propagation Conditions for Multi path Fading Environments (Cases 1 to 6)

	Case 1
	Case 2
	Case 3
	Case 4
	Case 5 (Note 1)
	Case 6

	Speed for Band I, II, III and IV:
3 km/h
	Speed for Band I, II, III and IV:
3 km/h
	Speed for Band I, II, III and IV:
120 km/h
	Speed for Band I, II, III and IV:
3 km/h
	Speed for Band I, II, III and IV:
50 km/h
	Speed for Band I, II, III and IV:
250 km/h

	Speed for Band V and VI:
7 km/h
	Speed for Band V and VI:
7 km/h
	Speed for Band V and VI:
282 km/h (Note 2)
	Speed for Band V and VI:
7 km/h
	Speed for Band V and VI:
118 km/h
	Speed for Band V and VI:
583 km/h (Note 2)

	
	
	
	
	
	

	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3
	976
	0
	976
	-10
	260
	-3

	
	
	20000
	0
	521
	-6
	
	
	
	
	521
	-6

	
	
	
	
	781
	-9
	
	
	
	
	781
	-9


NOTE 1:
Case 5 is only used in TS25.133.

NOTE 2:
Speed above 250km/h is applicable to demodulation performance requirements only.


Table B.1A: (Void)
	

	

	

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


Table B.1B shows propagation conditions that are used for HSDPA performance measurements in multi-path fading environment. For HSDPA enhanced performance requirements, the fading of the signals and the AWGN signals provided in each receiver antenna port shall be independent.

Table B.1B: Propagation Conditions for Multi-Path Fading Environments for HSDPA Performance Requirements

	ITU Pedestrian A

Speed 3km/h

(PA3)
	ITU Pedestrian B

Speed 3km/h

(PB3)
	ITU vehicular A

Speed 30km/h

(VA30)
	ITU vehicular A

Speed 120km/h

(VA120)

	Speed for Band I, II, III and IV
3 km/h
	Speed for Band I, II, III and IV
3 km/h
	Speed for Band I, II, III and IV
30 km/h
	Speed for Band I, II, III and IV
120 km/h

	Speed for Band V, VI
7 km/h
	Speed for Band V, VI
7 km/h
	Speed for Band V, VI
71 km/h
	Speed for Band V, VI
282 km/h (Note 1)

	Relative Delay 

[ns]
	Relative Mean Power [dB]
	Relative Delay

 [ns]
	Relative Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative

 Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative 

Mean Power

 [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	110
	-9.7
	200
	-0.9
	310
	-1.0
	310
	-1.0

	190
	-19.2
	800
	-4.9
	710
	-9.0
	710
	-9.0

	410
	-22.8
	1200
	-8.0
	1090
	-10.0
	1090
	-10.0

	
	
	2300
	-7.8
	1730
	-15.0
	1730
	-15.0

	
	3700
	-23.9
	2510
	-20.0
	2510
	-20.0


NOTE 1:
Speed above 120km/h is applicable to demodulation performance requirements only.

Table B.1C shows propagation conditions that are used for CQI test in multi-path fading. For HSDPA enhanced performance requirements, the fading of the signals and the AWGN signals provided in each receiver antenna port shall be independent.

Table B.1C: Propagation Conditions for CQI test in multi-path fading

	Case 8, 

speed 30km/h

	Relative Delay [ns]
	Relative mean Power [dB]

	0
	0

	976
	-10


B.2.3
Moving propagation conditions

The dynamic propagation conditions for the test of the baseband performance are non fading channel models with two taps. The moving propagation condition has two tap, one static, Path0, and one moving, Path1. The time difference between the two paths is according Equation (B.1). The taps have equal strengths and equal phases.
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Figure B.1: The moving propagation conditions
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The parameters in the equation are shown in the following table.

Table B.2

	Parameter
	Value

	A
	5 (s

	B
	1 (s

	(
	40*10-3 s-1


B.2.4
Birth-Death propagation conditions

The dynamic propagation conditions for the test of the base band performance is a non fading propagation channel with two taps. The moving propagation condition has two taps, Path1 and Path2 which alternate between 'birth' and 'death'. The positions the paths appear are randomly selected with an equal probability rate and is shown in Figure B.2.
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Figure B.2: Birth death propagation sequence

1.
Two paths, Path1 and Path2 are randomly selected from the group[-5,-4,-3,-2,-1,0,1,2,3,4,5] (s. The paths have equal magnitudes  and equal phases.

2.
After 191 ms, Path1 vanishes and reappears immediately at a new location randomly selected from the group [-5,-4,-3,-2,-1,0,1,2,3,4,5] (s but excludes the point Path 2. The magnitudes and the phases of the tap coefficients of Path 1 and Path 2 shall remain unaltered.

3.
After an additional 191 ms, Path2 vanishes and reappears immediately at a new location randomly selected from the group [-5,-4,-3,-2,-1,0,1,2,3,4,5] (s but excludes the point Path 1. The magnitudes and the phases of the tap coefficients of Path 1 and Path 2 shall remain unaltered.

The sequence in 2) and 3) is repeated.

Annex C (normative):
Downlink Physical Channels

C.1
General

This annex specifies the downlink physical channels that are needed for setting a connection and channels that are needed during a connection.

C.2
Connection Set-up

Table C.1 describes the downlink Physical Channels that are required for connection set up.

Table C.1: Downlink Physical Channels required
for connection set-up

	Physical Channel

	P-CPICH

	P-CCPCH 

	SCH

	S-CCPCH

	PICH

	AICH

	DPCH


C.3
During connection

The following clauses, describes the downlink Physical Channels that are transmitted during a connection i.e., when measurements are done. For these measurements the offset between DPCH and SCH shall be zero chips at Node B meaning that SCH is overlapping with the first symbols in DPCH in the beginning of DPCH slot structure.

C.3.1
Measurement of Rx Characteristics

Table C.2 is applicable for measurements on the Receiver Characteristics (clause 7) with the exception of subclause 7.4 (Maximum input level).

Table C.2: Downlink Physical Channels transmitted during a connection

	Physical Channel
	Power ratio

	P-CPICH
	P-CPICH_Ec / DPCH_Ec = 7 dB

	P-CCPCH 
	P-CCPCH_Ec / DPCH_Ec = 5  dB

	SCH
	SCH_Ec / DPCH_Ec = 5  dB

	PICH
	PICH_Ec / DPCH_Ec = 2  dB

	DPCH
	Test dependent power


C.3.2
Measurement of Performance requirements

Table C.3 is applicable for measurements on the Performance requirements (clause 8), including subclause 7.4 (Maximum input level) and subclause 6.4.4 (Out-of-synchronization handling of output power).

Table C.3: Downlink Physical Channels transmitted during a connection1
	Physical Channel
	Power ratio
	NOTE

	P-CPICH
	P-CPICH_Ec/Ior = -10 dB
	Use of P-CPICH or S‑CPICH as phase reference is specified for each requirement and is also set by higher layer signalling. 

	S-CPICH
	S-CPICH_Ec/Ior = -10 dB
	When S‑CPICH is the phase reference in a test condition, the phase of S-CPICH shall be 180 degrees offset from the phase of P‑CPICH. When S-CPICH is not the phase reference, it is not transmitted.

	P-CCPCH
	P-CCPCH_Ec/Ior = -12 dB
	When BCH performance is tested the P-CCPCH_Ec/Ior is test dependent

	SCH
	 SCH_Ec/Ior = -12 dB
	This power shall be divided equally between Primary and Secondary Synchronous channels

	PICH
	PICH_Ec/Ior = -15 dB
	

	DPCH
	Test dependent power 
	When S‑CPICH is the phase reference in a test condition, the phase of DPCH shall be 180 degrees offset from the phase of P‑CPICH.
When BCH performance is tested the DPCH is not transmitted.

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	OCNS interference consists of 16 dedicated data channels as specified in table C.6.


NOTE 1
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the DPCH channels may be used.

C.3.3
Connection with open-loop transmit diversity mode

Table C.4 is applicable for measurements for subclause 8.6.1 (Demodulation of DCH in open loop transmit diversity mode).

Table C.4: Downlink Physical Channels transmitted during a connection1
	Physical Channel
	Power ratio
	NOTE

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior = -13 dB
	1.
Total P-CPICH_Ec/Ior = -10 dB



	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior = -13 dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior = -15 dB
	1.
STTD applied

2.
Total P-CCPCH_Ec/Ior = -12 dB

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior = -15 dB
	

	SCH (antenna 1 / 2)
	SCH_Ec/Ior = -12 dB
	1.
TSTD applied.

2.
This power shall be divided equally between Primary and Secondary Synchronous channels

3.
When BCH performance is tested the P-CCPCH_Ec/Ior is test dependent

	PICH (antenna 1)
	PICH_Ec1/Ior = -18 dB
	1.
STTD applied

2.
Total PICH_Ec/Ior = -15 dB

	PICH (antenna 2)
	PICH_Ec2/Ior = -18 dB
	

	DPCH
	Test dependent power 
	1.
STTD applied

2.
Total power from both antennas

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	1.This power shall be divided equally between antennas

2.OCNS interference consists of 16 dedicated data channels as specified in Table C.6. 


NOTE 1
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the DPCH channels may be used.

C.3.4
Connection with closed loop transmit diversity mode

Table C.5 is applicable for measurements for subclause 8.6.2 (Demodulation of DCH in closed loop transmit diversity mode).

Table C.5: Downlink Physical Channels transmitted during a connection1
	Physical Channel
	Power ratio
	NOTE

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior = -13 dB
	1.
Total P-CPICH_Ec/Ior = -10 dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior = -13 dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior = -15 dB
	1.
STTD applied

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior = -15 dB
	1. STTD applied, 

2. total P-CCPCH_Ec/Ior = -12 dB

	SCH (antenna 1 / 2)
	SCH_Ec/Ior = -12 dB
	1.
TSTD applied

	PICH (antenna 1)
	PICH_Ec1/Ior = -18 dB
	1.
STTD applied

2.
STTD applied, total PICH_Ec/Ior = -15 dB

	PICH (antenna 2)
	PICH_Ec2/Ior = -18 dB
	1. 

	DPCH
	Test dependent power 
	1.
Total power from both antennas

	OCNS
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	1.This power shall be divided equally between antennas

2. OCNS interference consists of 16 dedicated data channels. as specified in Table C.6.


NOTE 1
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the DPCH channels may be used.

Table C.6: DPCH Channelization Code and relative level settings for OCNS signal
	Channelization Code at SF=128
	Relative Level setting (dB)
(Note 1)
	DPCH Data

	2
	-1
	The DPCH data for each channelization code shall be uncorrelated with each other and with any wanted signal over the period of any measurement.

	11
	-3
	

	17
	-3
	

	23
	-5
	

	31
	-2
	

	38
	-4
	

	47
	-8
	

	55
	-7
	

	62
	-4
	

	69
	-6
	

	78
	-5
	

	85
	-9
	

	94
	-10
	

	125
	-8
	

	113
	-6
	

	119
	0
	


NOTE 1:
The relative level setting specified in dB refers only to the relationship between the OCNS channels. The level of the OCNS channels relative to the Ior of the complete signal is a function of the power of the other channels in the signal with the intention that the power of the group of OCNS channels is used to make the total signal add up to 1.

NOTE:
 The DPCH Channelization Codes and relative level settings are chosen to simulate a signal with realistic Peak to Average Ratio.

C.3.5
(Void)

Table C.6A: (Void)
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