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1. Introduction

The simulation assumptions for the alignment simulations for the MBMS were agreed over the RAN4 email reflector as given in R4-050328rev3.4. In this paper, we provide our MTCH with soft combining and MCCH results based on the agreed assumptions.

2. Results

The simulation results for MTCH with soft combining are provided below in Table 1.

Table 1. MTCH 256 kbps, vehicular A, 40 ms TTI, Ior/Ioc = -3 dB, soft combining over 3 radio links

	Ec/Ior
	-13
	-12
	-11
	-10
	-9
	-8
	-7
	-6

	RLC SDU ER
	1
	1
	0.988
	0.873
	0.526
	0.169
	0.023
	0.003


The simulation results for MCCH are provided below in Table 2.

Table 2. MCCH 7.6 kbps, vehicular A, 10 ms TTI, Ior/Ioc = -3 dB
	Ec/Ior
	-22
	-21
	-20
	-19
	-18
	-17
	-16
	-15
	-14
	-13
	-12
	-11

	MER
	1
	0.996
	0.951
	0.816
	0.524
	0.269
	0.09
	0.034
	0.006
	0.002
	0.002
	0

	RLC SDU ER
	0.613
	0.464
	0.33
	0.22
	0.137
	0.082
	0.047
	0.025
	0.013
	0.007
	0.003
	0.001


3. Conclusions

In this paper, we provide our MTCH with soft combining and MCCH simulation results according to the agreed simulation assumptions. 







