3GPP TSG-RAN WG4 Meeting #36 
Tdoc (
R4-0926
London, UK, 29th August -2nd September 2005

	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	TS 25.101
	CR
	451
	(

rev
	-
	(

Current version:
	7.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Clarification of BLER for CQI under fading

	
	

	Source:
(

	Agilent Technologies

	
	

	Work item code:
(

	TEI6
	
	Date: (

	25/8/2005

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	The definition of how to measure BLER for the CQU under fading conditions performance requirement has proven to be non-obvious to interpret.

	
	

	Summary of change:
(

	The text is clarified to remove the possibility of misinterpretation

	
	

	Consequences if 
(

not approved:
	The implementation of performance tests would not be in line with the operation of the system leading to incorrect results which may fail a good UE.

	
	

	Clauses affected:
(

	9.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	34.121

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This CR applies to Rel-6 and later releases although it is a correct interpretation for Rel-5 as well.


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
9.3
Reporting of Channel Quality Indicator
The propagation conditions for this subclause are defined in table B.1C.
For the cases in this subclause where CQI reporting is evaluated under fading conditions it is expected that the UE will not always detect the HS-SCCH, resulting in a DTX for the uplink ACK/NACK transmission. The downlink configuration for evaluating performance does not use retransmission meaning the new data indicator field of the HS-SCCH alternates on successive packets transmitted for any one HARQ process. Loss of reception of an odd number of consecutive packets for any one HARQ process will mean the UE will see an unchanging new data indicator suggesting a retransmission has occurred when it has not. Therefore when calculating BLER for a HARQ process it is necessary to discard any packets which the UE may have attempted to combine with a previous packet. 

The following rules for discarding packets due to the impact of loosing new data indicators shall be carried out before discarding any packets which are not associated with CQI reports of CQI Median or CQI Median+3. When calculating BLER for the packets associated with a specific HARQ process, if an odd number (including one) of consecutive ACK/NACK DTXs occur, the corresponding packets and the next packet for that HARQ process shall be discarded from the BLER calculation. However, if an even number of consecutive ACK/NACK DTXs occur for any one HARQ process, only the corresponding packets shall be discarded from the BLER calculation.
9.3.1
Single Link Performance

9.3.1.1
AWGN propagation conditions
The reporting accuracy of channel quality indicator (CQI) under AWGN environments is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median.
9.3.1.1.1
Minimum Requirement – UE capability categories 1-8 and 11, 12

For the parameters specified in Table 9.23, and using the downlink physical channels specified in table C.8, the reported CQI value shall be in the range of +/-2 of the reported median more than 90% of the time.  If the HS-PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI +2) shall be greater than 0.1. If the HS-PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI -1) shall be less than or equal to 0.1.
Table 9.23: Test Parameter for CQI test in AWGN – single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dB
	0
	5
	10

	[image: image2.wmf]oc

I


	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-PDSCH
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	dB
	-3

	HS-SCCH_1 
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	DPCH 
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	dB
	-10

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity  of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [7]
Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI, median CQI -1, median CQI+2 are used. Other physical channel parameters are configured according to the CQI mapping table described in TS25.214
Note3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


9.3.1.2
Fading propagation conditions

The reporting accuracy of the channel quality indicator (CQI) under fading environments is determined by the BLER performance using the transport format indicated by the reported CQI median.

The specified requirements may be subject to further simulations to verify assumptions.

9.3.1.2.1
Minimum Requirement – UE capability categories 1-8 and 11, 12

For the parameters specified in Table 9.26, and using the downlink physical channels specified in table C.8, the requirements are specified in terms of maximum BLERs at particular reported CQIs when transmitting a fixed transport format given by the CQI median as shown in Table 9.27. The BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period with the HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fraction of erroneous HS-PDSCH subframes.
Table 9.26: Test Parameters for CQI test in fading – single link
	Parameter
	Unit
	Test 1
	Test 2

	HS-PDSCH
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-SCCH_1 
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	-8.5

	DPCH 
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	dB
	-6

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be “…XOOXOO…”, where “X” indicates TTI in which the HS-SCCH-1 uses the identity  of the UE under test, and “O” indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Propagation Channel
	
	Case 8

	Note1:
Measurement power offset “(” is configured by RRC accordingly and as defined in [7]
Note2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI is used. Other physical channel parameters are configured according to the CQI mapping table described in TS25.214
Note3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


Table 9.27: Minimum requirement for CQI test in fading – single link
	Reported CQI
	Maximum BLER

	
	Test 1
	Test2

	CQI median
	60%
	60%

	CQI median + 3
	15%
	15%
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