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	Reason for change:
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	Japan’s information and communication council has reported to modify the protection band for PHS. 3GPP specification should be changed same as the regulation requirements. And it is also need to clarify that the "12.5MHz rule" should not be applied to the PHS band.
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	The protection band for PHS is change to 1884.5 – 1919.6 MHz. And it is also clarified that this requirement is applicable at specified frequencies falling between 12.5MHz below the first carrier frequency used and 12.5MHz above the last carrier frequency used.
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	The protection band for PHS will be different from Japanese regulation.
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6.5.3.1
Definition and applicability

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions. This is measured at the base station RF output port.

The requirements (except 6.5.3.4.6 and 6.5.3.7.6) apply at frequencies within the specified frequency ranges, which are more than 12.5 MHz under the first carrier frequency used or more than 12.5 MHz above the last carrier frequency used.

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.
Unless otherwise stated, all requirements are measured as mean power (RMS).

--- Next changed section ---

6.5.3.4.6
Co-existence with PHS

This requirement may be applied for the protection of PHS in geographic areas in which both PHS and UTRA are deployed. This requirement is also applicable at specified frequencies falling between 12.5MHz below the first carrier frequency used and 12.5MHz above the last carrier frequency used.
6.5.3.4.6.1
Minimum Requirement

The power of any spurious emission shall not exceed.

Table 6.31: BS Spurious emissions limits for BS in geographic coverage area of PHS

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	1 884,5 MHz to 1 919,60 MHz
	-41 dBm
	300 kHz
	


--- Next changed section ---

6.5.3.7.6
Co-existence with PHS

Table 6.42: BS Spurious emissions limits for BS in geographic coverage area of PHS

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	1 884,5 MHz to 1 919,60 MHz
	-41 dBm
	300 kHz
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