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1. Introduction

This document presents simulation results for Type 3 Receiver based on agreed simulation assumptions summarised in [1]. 
2. Simulations Results

	FRC H-Set 6 QPSK Ior/Ioc = 10dB

Throughput (kbps)

	Ec/Ior (dB)
	-9
	-6
	-3

	PA3
	1581
	2649
	3054

	PB3
	1475
	2448
	3194

	VA30
	1518
	2381
	3183

	VA120
	1475
	2135
	3200


	FRC H-Set 6 16QAM Ior/Ioc = 10dB

Throughput (kbps)

	Ec/Ior (dB)
	-9
	-6
	-3

	PA3
	1309
	2045
	3437

	PB3
	1203
	2025
	2831

	VA30
	1298
	2099
	2804

	VA120
	1231
	2004
	2525


	FRC H-Set 6 QPSK Ior/Ioc = 5dB

Throughput (kbps)

	Ec/Ior (dB)
	-9
	-6
	-3

	PA3
	402
	1193
	2050

	PB3
	121
	1185
	2012

	VA30
	41
	1243
	2039

	VA120
	5
	1259
	2049


	FRC H-Set 6 16QAM Ior/Ioc = 5dB

Throughput (kbps)

	Ec/Ior (dB)
	-9
	-6
	-3

	PA3
	879
	1661
	2459

	PB3
	887
	1489
	2473

	VA30
	931
	1491
	2322

	VA120
	958
	1503
	2252


3. Conclusions

We recommend the results to be considered during selection of test point for Type 3 performance requirements. 

4. References

[1] R4-051063,  “LMMSE Rx Diversity Simulation Assumptions”
