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Introduction
In R99 only one frequency band was introduced and there was no need to add interfrequency crossband Measurements Performance Requirements in [1]. In later Releases there are more frequency bands without adding interfrequency crossband Measurements Performance Requirements.
Discussion

In [1] the accuracy requirements various measurements are valid when CPICH_RSCP is greater or equal a certain level, but this level is different for the frequency bands. Also the conditions for the Io range are different for the frequency bands.
The question is how the UE should fulfill the Measurements Performance Requirements in case the UE is in coverage of different frequency bands when there are different Measurements Performance Requirements for the different frequency bands. For this case there is no side-condition defined in [1].

One solution could be that additional “interfrequency crossband Measurements Performance Requirements” have to be introduced. This would lead in many new requirements and also when a new frequency band will be introduced then also those new requirements have to be updated.

The second solution is that the existing absolute accuracy requirements are applicable and the relative accuracy requirements for inter frequency measurements should be updated that the requirement is clear defined for the corresponding frequency band. For this solution no new inter frequency crossband Measurements Performance Requirements have to be introduced. Only the definition of the above mention measurements in section 9 in [1] should be changed as shown in the Annex.
Proposal
Since the first solution has many drawbacks Siemens is not willing to agree on this solution.

It is proposed to agree on the second solution as described above and to add the corresponding changes in the related section in [1].
The earliest Release where additional frequency bands were introduced is Release 5 therefore Siemens is willing to provide the necessary CRs from Release 5 onwards.
References

[1] 3GPP TS 25.133, ‘Requirements for support of radio resource management (FDD)’

Annex
------------------------------------------------------------- Begin of changes -------------------------------------------------------------
9
Measurements Performance Requirements

One of the key services provided by the physical layer is the measurement of various quantities which are used to trigger or perform a multitude of functions. Both the UE and the UTRAN are required to perform a variety of measurements. The physical layer measurement model and a complete list of measurements is specified in TS 25.302 "Services Provided by Physical Layer". The physical layer measurements for FDD are described and defined in TS25.215 "Physical layer ‑ Measurements (FDD)". In this clause for each measurement the relevant requirements on the measurement period, reporting range, granularity and performance in terms of accuracy are specified.

Since the UE reference sensitivity requirements are different depending on supported band, this is noted in each case with definition of the range Io for each frequency band. Definitions of each frequency bands can be found in TS 25.101.
The accuracy requirements in this clause are applicable for AWGN radio propagation conditions.

9.1
Measurement Performance for UE

The requirements in this clause are applicable for a UE:

-
in state CELL_DCH and/or state CELL_FACH.

-
performing measurements according to section 8.

-
that is synchronised to the cell that is measured.

The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. The reference point for the measurement result after layer 1 filtering is referred to as point B in the measurement model described in TS25.302.

The accuracy requirements in this clause are valid for the reported measurement result after layer 1 filtering. The accuracy requirements are verified from the measurement report at point D in the measurement model having the layer 3 filtering disabled.

Note:
It needs to be clarified how the accuracy requirements shall be handled when the UE is measuring on cells using IPDL.
9.1.1
CPICH RSCP

Note:
This measurement is for handover evaluation, DL open loop power control, UL open loop power control and for the calculation of pathloss.

9.1.1.1
Intra frequency measurements accuracy

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

9.1.1.1.1
Absolute accuracy requirement

The accuracy requirements in table 9.1 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm for Bands I, IV and VI,


CPICH_RSCP1|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1|dBm ( -111 dBm for Band III.



[image: image1.wmf](

)

dB

I

E

CPICH

I

I

dB

in

or

c

dB

in

or

o

20

_

ˆ

£

÷

÷

ø

ö

ç

ç

è

æ

-


Table 9.1: CPICH_RSCP Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV and VI
	Band II, V and VII
	Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	( 6 
	( 9
	-94...-70
	-92…-70
	-91…-70

	
	dBm
	( 8 
	( 11
	-70...-50
	-70…-50
	-70…-50


9.1.1.1.2
Relative accuracy requirement

The relative accuracy of CPICH RSCP is defined as the CPICH RSCP measured from one cell compared to the CPICH RSCP measured from another cell on the same frequency
The accuracy requirements in table 9.2 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV and VI,


CPICH_RSCP1,2|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III.
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Table 9.2: CPICH_RSCP Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV and VI
	Band II, V and VII
	Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	( 3 
	( 3
	-94...-50
	-92…-50
	-91…-50


9.1.1.2
Inter frequency measurement accuracy

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.3.

9.1.1.2.1
Relative accuracy requirement

The relative accuracy of CPICH RSCP in inter frequency case is defined as the CPICH RSCP measured  from one cell compared to the CPICH RSCP measured from another cell on a different frequency.

The accuracy requirements in table 9.3 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm if CPICH_RSCP1 is on Bands I, IV and VI,


CPICH_RSCP1|dBm ( -112 dBm if CPICH_RSCP1 is on Bands II, V and VII,


CPICH_RSCP1|dBm ( -111 dBm if CPICH_RSCP1 is on Band III,
CPICH_RSCP2|dBm ( -114 dBm if CPICH_RSCP2 is on Bands I, IV and VI,


CPICH_RSCP2|dBm ( -112 dBm if CPICH_RSCP2 is on Bands II, V and VII,


CPICH_RSCP2|dBm ( -111 dBm if CPICH_RSCP2 is on Band III.
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| Channel 1_Io|dBm/3.84 MHz ‑Channel 2_Io|dBm/3.84 MHz | ( 20 dB.
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Table 9.3: CPICH_RSCP Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	CPICH_RSCP is on Bands I, IV and VI
	CPICH_RSCP is on Bands II, V and VII
	CPICH_RSCP is on Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	( 6 
	( 6
	-94...-50
	-92…-50
	-91…-50


9.1.1.3
CPICH RSCP measurement report mapping

The reporting range is for CPICH RSCP is from  -120 dBm ...-25 dBm.

In table 9.4 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.4
	Reported value
	Measured quantity value
	Unit

	CPICH_RSCP_LEV _-05
	CPICH RSCP <-120 
	dBm

	CPICH_RSCP_LEV _-04
	-120 ( CPICH RSCP < -119
	dBm

	CPICH_RSCP_LEV _-03
	-119 ( CPICH RSCP < -118
	dBm

	…
	…
	…

	CPICH_RSCP_LEV _89
	-27 ( CPICH RSCP < -26
	dBm

	CPICH_RSCP_LEV _90
	-26 ( CPICH RSCP < -25
	dBm

	CPICH_RSCP_LEV _91
	-25 ( CPICH RSCP
	dBm


9.1.2
CPICH Ec/Io

Note:
This measurement is for Cell selection/re-selection and for handover evaluation.

9.1.2.1
Intra frequency measurements accuracy

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.2. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.2.

9.1.2.1.1
Absolute accuracy requirement

The accuracy requirements in table 9.5 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm for Bands I, IV and VI,


CPICH_RSCP1|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1|dBm ( -111 dBm for Band III.
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Table 9.5: CPICH_Ec/Io Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV and VI
	Band II, V and VII
	Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	CPICH_Ec/Io
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-94...-50
	-92…-50
	-91…-50


9.1.2.1.2
Relative accuracy requirement

The relative accuracy of CPICH Ec/Io is defined as the maximum allowable error in the measured difference between the CPICH Ec/Io measured from one cell compared to the CPICH Ec/Io measured from another cell on the same frequency.
The relative accuracy is defined using the lower CPICH_Ec/Io of cell 1 and cell 2.

The accuracy requirements in table 9.6 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV and VI


CPICH_RSCP1,2|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III.
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Table 9.6: CPICH_Ec/Io Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV and VI
	Band II, V and VII
	Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	The lower of the CPICH_Ec/Io from cell1 and cell2
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-94...-50
	-92…-50
	-91…-50


9.1.2.2
Inter frequency measurement accuracy 

The measurement period for CELL_DCH state can be found in sub clause 8.1.2.3. The measurement period for CELL_FACH state can be found in sub clause 8.4.2.3.

9.1.2.2.1
Absolute accuracy requirement

The accuracy requirements in table 9.7 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm for Bands I, IV and VI


CPICH_RSCP1|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1|dBm ( -111 dBm for Band III.



[image: image9.wmf](

)

dB

I

E

CPICH

I

I

dB

in

or

c

dB

in

or

o

20

_

ˆ

£

÷

÷

ø

ö

ç

ç

è

æ

-


Table 9.7: CPICH_Ec/Io Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV and VI
	Band II, V and VII
	Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	CPICH_Ec/Io
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-94...-50
	-92…-50
	-91…-50


9.1.2.2.2
Relative accuracy requirement

The relative accuracy of CPICH Ec/Io in the inter frequency case is defined as the maximum allowable error in the measured difference between the CPICH Ec/Io measured from one cell compared to the CPICH Ec/Io measured from another cell on a different frequency
The relative accuracy is defined using the lower CPICH_Ec/Io of cell 1 and cell 2.

The accuracy requirements in table 9.8 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm if CPICH_RSCP1 is on Bands I, IV and VI


CPICH_RSCP1|dBm ( -112 dBm if CPICH_RSCP1 is on Bands II, V and VII,


CPICH_RSCP1|dBm ( -111 dBm if CPICH_RSCP1 is on Band III,
CPICH_RSCP2|dBm ( -114 dBm if CPICH_RSCP2 is on Bands I, IV and VI,


CPICH_RSCP2|dBm ( -112 dBm if CPICH_RSCP2 is on Bands II, V and VII,


CPICH_RSCP2|dBm ( -111 dBm if CPICH_RSCP2 is on Band III.
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| Channel 1_Io|dBm/3.84 MHz ‑Channel 2_Io|dBm/3.84 MHz | ( 20 dB.
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Table 9.8: CPICH_Ec/Io Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	CPICH_Ec/Io is on Bands I, IV and VI
	CPICH_Ec/Io is on Bands II, V and VII
	CPICH_Ec/Io is on Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	The lower of the CPICH_Ec/Io from cell1 and cell2
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-94...-50
	-92…-50
	-91…-50


9.1.2.3
CPICH Ec/Io measurement report mapping

The reporting range is for CPICH Ec/Io is from -24 ...0 dB.

In table 9.9 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.9

	Reported value
	Measured quantity value
	Unit

	CPICH_Ec/No _00
	CPICH Ec/Io < ‑24 
	dB

	CPICH_Ec/No _01
	-24 ( CPICH Ec/Io < ‑23.5
	dB

	CPICH_Ec/No _02
	-23.5 ( CPICH Ec/Io < ‑23
	dB

	…
	…
	…

	CPICH_Ec/No _47
	-1 ( CPICH Ec/Io < -0.5
	dB

	CPICH_Ec/No _48
	-0.5 ( CPICH Ec/Io < 0
	dB

	CPICH_Ec/No _49
	0 ( CPICH Ec/Io
	dB


9.1.3
UTRA Carrier RSSI

NOTE:
This measurement is for Inter-frequency handover evaluation.

The measurement period is equal to the measurement period for UE CPICH measurements, For CELL_DCH state the measurement period can be found in sub clause 8.1.2.2 for intra frequency measurements and in sub clause 8.1.2.3 for inter frequency measurements.

9.1.3.1
Absolute accuracy requirement

Table 9.10: UTRA Carrier RSSI Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV and VI
	Band II, V and VII
	Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	( 4
	( 7
	-94...-70
	-92…-70
	-91…-70

	
	dBm
	( 6 
	( 9
	-70...-50
	-70…-50
	-70…-50


9.1.3.2
Relative accuracy requirement

The relative accuracy requirement is defined as the UTRA carrier RSSI measured from one frequency compared to the UTRA carrier RSSI measured from another frequency.
The accuracy requirements in table 9.11 are valid under the following condition:


| Channel 1_Io|dBm ‑Channel 2_Io|dBm | < 20 dB.

Table 9.11: UTRA Carrier RSSI Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	UTRA Carrier RSSI is on Bands I, IV and VI
	UTRA Carrier RSSI is on Bands II, V and VII
	UTRA Carrier RSSI is on Band III

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	( 7
	( 11
	-94...-50
	-92…-50
	-91…-50


9.1.3.3
UTRA Carrier RSSI measurement report mapping

The reporting range for UTRA carrier RSSI  is from -100 ...-25 dBm.

In table 9.12 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.12

	Reported value
	Measured quantity value
	Unit

	UTRA_carrier_RSSI_LEV _00
	UTRA carrier RSSI < ‑100 
	dBm

	UTRA_carrier_RSSI_LEV _01
	-100 ( UTRA carrier RSSI < ‑99
	dBm

	UTRA_carrier_RSSI_LEV _02
	-99 ( UTRA carrier RSSI < ‑98
	dBm

	…
	…
	…

	UTRA_carrier_RSSI_LEV _74
	-27 ( UTRA carrier RSSI < -26
	dBm

	UTRA_carrier_RSSI_LEV _75
	-26 ( UTRA carrier RSSI < -25
	dBm

	UTRA_carrier_RSSI_LEV _76
	-25 ( UTRA carrier RSSI
	dBm


-------------------------------------------------------------- End of changes --------------------------------------------------------------
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