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1. Introduction
The document proposes the Measurement Channels & Propagation Conditions for the 7.68 Mcps TDD Option.  The requirements are described in Section 2 whilst the text proposal to TR25.829 is described in Section 3.
2. Requirements

2.1 Measurement Channels

The reference measurement channels are proposed to be the same as those in 3.84 Mcps TDD Option but with twice the Spreading Factor.  
2.2 Propagation Conditions

The propagation conditions are proposed to be the same as those in 3.84 Mcps TDD Option.

3. Text Proposal

<<<<<<<<<<<<<<<<<<<<<<<<< START OF TEXT PROPOSAL >>>>>>>>>>>>>>>>>>>>>>>>>

5.5
Measurement channels and propagation conditions

5.5.1

Measurement channels

5.5.1.1
General
5.5.1.2
Reference measurement channel

5.5.1.2.1
UL reference measurement channel (12.2 kbps)
Common with 3.84Mcps TDD option but with twice the Spreading Factor.

5.5.1.2.2
DL reference measurement channel (12.2 kbps)

Common with 3.84Mcps TDD option but with twice the Spreading Factor.

5.5.1.2.3
DL reference measurement channel (64 kbps)

Common with 3.84Mcps TDD option but with twice the Spreading Factor.

5.5.1.2.4
DL reference measurement channel (144 kbps)

Common with 3.84Mcps TDD option but with twice the Spreading Factor.
5.5.1.2.5
DL reference measurement channel (384 kbps)

Common with 3.84Mcps TDD option but with twice the Spreading Factor.
5.5.1.2.6
BCH reference measurement channel

Common with 3.84Mcps TDD option but with twice the Spreading Factor.

5.5.1.2.7
UL multi code reference measurement channel (12.2 kbps)

Common with 3.84Mcps TDD option but with twice the Spreading Factor.

5.5.1.2.8
DL reference measurement channel (2 Mbps)

Common with 3.84Mcps TDD option but with twice the Spreading Factor.

5.5.1.3
HSDPA reference measurement channels
5.5.1.3.1
Reference measurement channels for 7.3 Mbps – Category 8 - UE

Common with 3.84Mcps TDD option but with twice the Spreading Factor.

5.5.1.3.2
Variable Reference Channel definition

Common with 3.84 Mcps TDD option.
5.5.2

Propagation Conditions
5.5.2.1
Static propagation conditions
Common with 3.84Mcps TDD option.
5.5.2.2
Multi-path fading propagation conditions

Common with 3.84Mcps TDD option.
<<<<<<<<<<<<<<<<<<<<<<<<< NEXT SECTION  >>>>>>>>>>>>>>>>>>>>>>>>>
6.5
Measurement channels and propagation conditions

6.5.1

Measurement channels

6.5.1.1
General

6.5.1.2
Reference measurement channel

6.5.1.2.1
UL reference measurement channel (12.2 kbps)

Common with 3.84Mcps TDD option but with twice the Spreading Factor.

6.5.1.2.2
UL reference measurement channel (64 kbps)

Common with 3.84Mcps TDD option but with twice the Spreading Factor.

6.5.1.2.3
UL reference measurement channel (144 kbps)

Common with 3.84Mcps TDD option but with twice the Spreading Factor.

6.5.1.2.4
UL reference measurement channel (384 kbps)

Common with 3.84Mcps TDD option but with twice the Spreading Factor.

6.5.1.2.5
RACH reference measurement channel

Common with 3.84Mcps TDD option but with twice the Spreading Factor.

6.5.2

Propagation Conditions

6.5.2.1
Static propagation conditions

Common with 3.84Mcps TDD option.
6.5.2.2
Multi-path fading propagation conditions

Common with 3.84Mcps TDD option.
<<<<<<<<<<<<<<<<<<<<<<<<< END OF TEXT PROPOSAL >>>>>>>>>>>>>>>>>>>>>>>>>
