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1 Introduction

In the last RAN4 meeting, several companies presented simulation results of F-DPCH [1-4] and a new test dedicated to F-DPCH was introduced in proposed CR [5] based on the existing DPCH DL power control test. Although performance requirements for converged TPC command error rate were agreed for each test case, required F-DPCH Ec/Ior for 90% confidence were not discussed because cumulative power distributions were not presented from any companies.
In this document, we present the cumulative distributions of F-DPCH Ec/Ior for each test case and propose minimum requirements.
2 Simulation Results of F-DPCH
Figure1 and Figure2 show cumulative power distributions for the test case1 and 2 respectively. These results don’t include any implementation margins. Table 1 summarizes our proposal for minimum requirements based on the simulation results.
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Figure1. Cumulative distributions for test case1
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Figure2. Cumulative distributions for test case2

 Table 1: Proposed Requirements in Fractional downlink power control

	Parameter
	Unit
	Test 1
	Test 2
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	dB
	-16
	-12.5

	TPC command Error Rate
	%
	0,01±50%
	0,05±30%


3 Conclusions
In this document we showed cumulative distributions of F-DPCH Ec/Ior for both test cases and propose minimum requirements. We would like to discuss the final value of test requirements. 
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5 Annex
Table A.1 Test parameters for Fractional downlink power control

	Parameter
	Unit
	Test 1
	Test 2
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	dB
	9
	-1
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	dBm/3.84 MHz
	-60

	SF
	
	256

	Target quality value on F DPCH
	%
	1                 
	5

	Propagation condition
	
	Case 4

	Maximum_DL_Power *
	dB
	7

	Minimum_DL_Power *
	dB
	-18

	DL Power Control step size, TPC
	dB
	1

	Limited Power Increase
	-
	"Not used"

	Power-Control-Algorithm
	-
	Algorithm 1
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