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7.5
Blocking characteristics

The blocking characteristics is a measure of the receiver ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of  the adjacent channels. The blocking performance requirement applies to interfering signals with center frequency within the ranges specified in the tables below, using a 1MHz step size.

7.5.0
Minimum requirement

The static reference performance as specified in clause 7.2.1 shall be met  with a wanted and an interfering signal coupled to BS antenna input using the parameters as specified in table 7.4-1 for the Wide Area BS and as specified in table 7.4-2 for the Local Area BS.

7.5.0.1
3,84 Mcps TDD Option

Table 7.4-1 (a): Blocking requirements for Wide Area BS for operating bands defined in 5.2(a)

	Centre Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1900 – 1920 MHz,

2010 – 2025 MHz
	-40 dBm
	-103 dBm
	10 MHz
	WCDMA signal with one code

	1880 – 1900 MHz,

1990 – 2010 MHz,

2025 – 2045 MHz
	-40 dBm
	-103 dBm
	10 MHz
	WCDMA signal with one code

	1920 – 1980 MHz
	-40 dBm
	-103 dBm
	10 MHz
	WCDMA signal with one code

	1 – 1880 MHz,

1980 – 1990 MHz, 

2045 – 12750 MHz
	-15 dBm
	-103 dBm
	(
	CW carrier


Table 7.4-1(b): Blocking requirements for Wide Area BS for operating bands defined in 5.2(b)

	Centre Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1850 – 1990 MHz
	-40 dBm
	-103 dBm
	10 MHz
	WCDMA signal with one code

	1830 – 1850 MHz,

1990 – 2010 MHz
	-40 dBm
	-103 dBm
	10 MHz
	WCDMA signal with one code

	1 – 1830 MHz,

2010 – 12750 MHz
	-15 dBm
	-103 dBm
	(
	CW carrier


Table 7.4-1(c): Blocking requirements for Wide Area BS for operating bands defined in 5.2(c)

	Centre Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1910 – 1930 MHz
	-40 dBm
	-103 dBm
	10 MHz
	WCDMA signal with one code

	1890 – 1910 MHz,

1930 – 1950 MHz
	-40 dBm
	-103 dBm
	10 MHz
	WCDMA signal with one code

	1 – 1890 MHz,

1950 – 12750 MHz
	-15 dBm
	-103 dBm
	(
	CW carrier


Table 7.4-1 (d): Blocking requirements for Wide Area BS for operating bands defined in 5.2(d)

	Centre Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2570 – 2620 MHz
	-40 dBm
	-103 dBm
	10 MHz
	WCDMA signal with one code

	2550 – 2570 MHz

2620 – 2640 MHz
	-40 dBm
	-103 dBm
	10 MHz
	WCDMA signal with one code

	2500 – 2570 MHz

2620 – 2690 MHz
	-40 dBm
	-103 dBm
	10 MHz
	WCDMA signal with one code

	1 – 2550 MHz,

2690 – 12750 MHz
	-15 dBm
	-103 dBm
	(
	CW carrier


Table 7.4-2 (a): Blocking requirements for Local Area BS for operating bands defined in 5.2(a)

	Centre Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1900 – 1920 MHz,

2010 – 2025 MHz
	-30 dBm
	–89 dBm
	10 MHz
	WCDMA signal with one code

	1880 – 1900 MHz,

1990 – 2010 MHz,

2025 – 2045 MHz
	-30 dBm
	–89 dBm
	10 MHz
	WCDMA signal with one code

	1920 – 1980 MHz
	-30 dBm
	–89 dBm
	10 MHz
	WCDMA signal with one code

	1 – 1880 MHz,

1980 – 1990 MHz, 

2045 – 12750 MHz
	-15 dBm
	–89 dBm
	(
	CW carrier


Table 7.4-2 (b): Blocking requirements for Local Area BS for operating bands defined in 5.2(b)

	Centre Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1850 – 1990 MHz
	-30 dBm
	–89 dBm
	10 MHz
	WCDMA signal with one code

	1830 – 1850 MHz,

1990 – 2010 MHz
	-30 dBm
	–89 dBm
	10 MHz
	WCDMA signal with one code

	1 – 1830 MHz,

2010 – 12750 MHz
	-15 dBm
	–89 dBm
	(
	CW carrier


Table 7.4-2 (c): Blocking requirements for Local BS for operating bands defined in 5.2(c)

	Centre Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1910 – 1930 MHz
	-30 dBm
	–89 dBm
	10 MHz
	WCDMA signal with one code

	1890 – 1910 MHz,

1930 – 1950 MHz
	-30 dBm
	–89 dBm
	10 MHz
	WCDMA signal with one code

	1 – 1890 MHz,

1950 – 12750 MHz
	-15 dBm
	–89 dBm
	(
	CW carrier


Table 7.4-2 (d): Blocking requirements for Local Area BS for operating bands defined in 5.2(d)

	Centre Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2570 – 2620 MHz
	-30 dBm
	–89 dBm
	10 MHz
	WCDMA signal with one code

	2550 – 2570 MHz

2620 – 2640 MHz
	-30 dBm
	–89 dBm
	10 MHz
	WCDMA signal with one code

	2500 – 2570 MHz

2620 – 2690 MHz
	-30 dBm
	–89 dBm
	10 MHz
	WCDMA signal with one code

	1 – 2550 MHz,

2690 – 12750 MHz
	-15 dBm
	–89 dBm
	(
	CW carrier


7.5.0.2
1,28 Mcps TDD Option

Table 7.4A1(a): Blocking requirements for Wide Area BS in operating bands defined in 5.2(a)

	Center Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1900 – 1920 MHz,

2010 – 2025 MHz
	-40 dBm
	-104 dBm
	3.2MHz
	Narrow band CDMA signal with one code

	1880 – 1900 MHz,

1990 – 2010 MHz,

2025 – 2045 MHz
	-40dBm
	-104 dBm
	3.2MHz
	Narrow band CDMA signal with one code

	1920 – 1980 MHz
	-40dBm
	-104 dBm
	3.2MHz
	Narrow band CDMA signal with one code

	1 – 1880 MHz,

1980 – 1990 MHz, 

2045 – 12750 MHz
	-15dBm
	-104 dBm
	(
	CW carrier


Table 7.4A1(b): Blocking requirements for Wide Area BS in operating bands defined in 5.2(b)

	Center Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1850 – 1990 MHz
	-40dBm
	-104 dBm
	3.2MHz
	Narrow band CDMA signal with one code

	1830 – 1850 MHz,

1990 – 2010 MHz
	-40 dBm
	-104 dBm
	3.2MHz
	Narrow band CDMA signal with one code

	1 – 1830 MHz,

2010 – 12750 MHz
	-15 dBm
	-104 dBm
	(
	CW carrier


Table 7.4A1(c): Blocking requirements for Wide Area BS in operating bands defined in 5.2(c)

	Center Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1910 – 1930 MHz
	-40dBm
	-104 dBm
	3.2MHz
	Narrow band CDMA signal with one code

	1890 – 1910 MHz,

1930 – 1950 MHz
	-40dBm
	-104 dBm
	3.2 MHz
	Narrow band CDMA signal with one code

	1 – 1890 MHz,

1950 – 12750 MHz
	-15 dBm
	-104 dBm
	(
	CW carrier


Table 7.4A1(d): Blocking requirements for Wide Area BS in operating bands defined in 5.2(d)

	Center Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2570 – 2620 MHz
	-40dBm
	-104 dBm
	3.2MHz
	Narrow band CDMA signal with one code

	2500 – 2570 MHz,

2620 – 2690 MHz
	-40dBm
	-104 dBm
	3.2 MHz
	Narrow band CDMA signal with one code

	1 – 2500 MHz,

2690 – 12750 MHz
	-15 dBm
	-104 dBm
	(
	CW carrier


Table 7.4A2(a): Blocking requirements for Local Area BS in operating bands defined in 5.2(a)

	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1900 – 1920 MHz,

2010 – 2025 MHz
	-30 dBm
	–90 dBm
	3.2MHz
	Narrow band CDMA signal with one code

	1880 – 1900 MHz,

1990 – 2010 MHz,

2025 – 2045 MHz
	-30 dBm
	–90 dBm
	3.2MHz
	Narrow band CDMA signal with one code

	1920 – 1980 MHz
	-30 dBm
	–90 dBm
	3.2MHz
	Narrow band CDMA signal with one code

	1 – 1880 MHz,

1980 – 1990 MHz, 

2045 – 12750 MHz
	-15dBm
	–90 dBm
	(
	CW carrier


Table 7.4A2(b): Blocking requirements for Local Area BS in operating bands defined in 5.2(b)

	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1850 – 1990 MHz
	-30 dBm
	–90 dBm
	3.2MHz
	Narrow band CDMA signal with one code

	1830 – 1850 MHz,

1990 – 2010 MHz
	-30 dBm
	–90 dBm
	3.2MHz
	Narrow band CDMA signal with one code

	1 – 1830 MHz,

2010 – 12750 MHz
	-15 dBm
	–90 dBm
	(
	CW carrier


Table 7.4A2(c): Blocking requirements for Local Area BS in operating bands defined in 5.2(c)

	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1910 – 1930 MHz
	-30 dBm
	–90 dBm
	3.2MHz
	Narrow band CDMA signal with one code

	1890 – 1910 MHz,

1930 – 1950 MHz
	-30 dBm
	–90 dBm
	3.2 MHz
	Narrow band CDMA signal with one code

	1 – 1890 MHz,

1950 – 12750 MHz
	-15 dBm
	–90 dBm
	(
	CW carrier


Table 7.4A2(d): Blocking requirements for Local Area BS in operating bands defined in 5.2(c)

	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2570 – 2620 MHz
	-30 dBm
	–90 dBm
	3.2MHz
	Narrow band CDMA signal with one code

	2500 – 2570 MHz,

2620 – 2690 MHz
	-30 dBm
	–90 dBm
	3.2 MHz
	Narrow band CDMA signal with one code

	1 – 2500 MHz,

2690 – 12750 MHz
	-15 dBm
	–90 dBm
	(
	CW carrier


7.5.1
Co-location with GSM900 and/or DCS 1800

This additional blocking requirement may be applied for the protection of TDD BS receivers when GSM900 and/or DCS1800 BTS are co-located with UTRA TDD Wide Area BS.

The blocking performance requirement applies to interfering signals with center frequency within the ranges  specified in the tables below, using a 1MHz step size.

In case this additional blocking requirement is applied, the static reference performance as specified in clause 7.2.1 shall be met  with a wanted and an interfering signal coupled to BS antenna input using the following parameters.

7.5.1.1
3,84 Mcps TDD Option

Table 7.4 (d): Additional blocking requirements for operating bands defined in 5.2(a) and 5.2 (d) when co-located with GSM900

	Centre Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	921 – 960 MHz
	+16 dBm
	-103 dBm
	(
	CW carrier


Table 7.4 (e): Additional blocking requirements for operating bands defined in 5.2(a) and 5.2 (d) when co-located with DCS1800

	Center Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1805 - 1880 MHz
	+16 dBm
	-103 dBm
	(
	CW carrier


7.5.1.2
1,28 Mcps TDD Option

Table 7.4A (d): Additional blocking requirements for Wide Area BS in operating bands defined in 5.2(a) and 5,2(d) when co-located with GSM900

	Centre Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	921 – 960 MHz
	+16 dBm
	-104 dBm
	(
	CW carrier


Table 7.4A (e): Additional blocking requirements for Wide Area BS in operating bands defined in 5.2(a) and 5.2(d) when co-located with DCS1800

	Center Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1805 -– 1880 MHz
	+16 dBm
	-104 dBm
	(
	CW carrier


7.5.2
Co-location with UTRA-FDD

This additional blocking requirement may be applied for the protection of TDD BS receivers when UTRA-FDD are co-located with UTRA TDD Wide Area BS.

The blocking performance requirement applies to interfering signals with center frequency within the ranges  specified in the tables below, using a 1MHz step size.

In case this additional blocking requirement is applied, the static reference performance as specified in clause 7.2.1 shall be met with a wanted and an interfering signal coupled to BS antenna input using the following parameters.

7.5.2.1
3,84 Mcps TDD Option

Table 7.4F: Additional blocking requirements for operating bands defined in 5.2(d) when co-located with UTRA-FDD WA BS

	Centre Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2620 – 2690 MHz
	+13 dBm
	-103 dBm
	(
	CW carrier


Table 7.4G: Additional blocking requirements for operating bands defined in 5.2(d) when co-located with UTRA-FDD LA BS

	Center Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2620 – 2690 MHz
	-6 dBm
	-103 dBm
	(
	CW carrier


7.5.2.2
1,28Mcps TDD Option

Table 7.4F: Additional blocking requirements for operating bands defined in 5.2(d) when co-located with UTRA-FDD WA BS

	Centre Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2620 – 2690 MHz
	+13 dBm
	-104 dBm
	(
	CW carrier


Table 7.4G: Additional blocking requirements for operating bands defined in 5.2(d) when co-located with UTRA-FDD LA BS

	Center Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2620 – 2690 MHz
	-6 dBm
	-104 dBm
	(
	CW carrier


-- NEXT MODIFIED SECTION --
7.7
Spurious emissions

The spurious emissions power is the power of emissions generated or amplified in a receiver that appear at the BS antenna connector. The requirements apply to all BS with separate RX and TX antenna port. The test shall be performed when both TX and RX are on with the TX port terminated.

For all BS with common RX and TX antenna port the transmitter spurious emission as specified in section 6.6.3 is valid.

7.7.1
Minimum Requirement

7.7.1.1
3,84 Mcps TDD Option

The power of any spurious emission shall not exceed:

Table 7.6: Receiver spurious emission requirements

	Band
	Maximum level
	Measurement Bandwidth
	Note

	30 MHz – 1 GHz
	-57 dBm
	100 kHz 
	

	1 GHz – 1.9 GHz and
1.98 GHz – 2.01 GHz and
2.025 GHz – 2.5 GHz
	-47 dBm
	1 MHz
	With the exception of frequencies between 12.5MHz below the first carrier frequency and 12.5MHz above the last carrier frequency used by the BS.

	1.9 GHz – 1.98 GHz and
2.01 GHz – 2.025 GHz and
2.5 GHz – 2.62 GHz
	-78 dBm
	3.84 MHz
	With the exception of frequencies between 12.5MHz below the first carrier frequency and 12.5MHz above the last carrier frequency used by the BS.

	2.62 GHz – 12.75 GHz
	-47 dBm
	1 MHz
	With the exception of frequencies between 12.5MHz below the first carrier frequency and 12.5MHz above the last carrier frequency used by the BS.


In addition to the requirements in table 7.6, the co-existence requirements for co-located base stations specified in subclause 6.6.3.2.2, 6.6.3.3.2 and 6.6.3.4.2 may also be applied.

7.7.1.2
1,28 Mcps TDD Option

The power of any spurious emission shall not exceed:

Table 7.6A: Receiver spurious emission requirements

	Band
	Maximum level
	Measurement Bandwidth
	Note

	30 MHz – 1 GHz
	-57 dBm
	100 kHz 
	

	1 GHz – 1.9 GHz and
1.98 GHz – 2.01 GHz and 2.025 GHz – 2.50 GHz
	-47 dBm
	1 MHz
	With the exception of frequencies between 4MHz below the first carrier frequency and 4MHz above the last carrier frequency used by the BS.

	1.9 GHz – 1.98 GHz and
2.01 GHz – 2.025 GHz and 2.5 GHz – 2.62GHz
	-83 dBm
	1.28 MHz
	With the exception of frequencies between 4MHz below the first carrier frequency and 4MHz above the last carrier frequency used by the BS.

	2.62 GHz – 12.75 GHz
	-47 dBm
	1 MHz
	With the exception of frequencies between 4MHz below the first carrier frequency and 4MHz above the last carrier frequency used by the BS.


In addition to the requirements in table 7.6A, the co-existence requirements for co-located base stations specified in subclause 6.6.3.2.2, 6.6.3.3.2 and 6.6.3.4.2 may also be applied.
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