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1 Introduction

In the last RAN4 meeting, ad-hoc session was held and how to progressing was discussed [1]. After the last RAN4 meeting, test points for type 3 receiver were discussed on e-mail reflector and it seems that using Ec/Ior values of -9dB and -6dB for QPSK and values of -6dB and -3dB for 16QAM are reasonable points when G=10dB is assumed. Additionally, having a point at G=5dB for the PB3 model with QPSK and 16QAM was proposed. 
In this document, we show the throughput performances of FRC test with G=5dB for 16QAM and QPSK without implementation impairments. And then we propose minimum requirements for temporary test points for both G=10dB and 5dB.
2 Simulation results and proposal of minimum performance requirements
Figure1 shows FRC-Hset6 simulation results for PB3 with G=5dB without implementation impairments. Table1 and Table2 show our simulation results with implementation impairments. 
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Figure1 Pedestrian B results for H-set6 without implementation impairments (G=5dB)
Table1 Throughput for Enhanced Requirements type 3 
included implementation impairments H-Set 6 (I^or/Ioc=10dB) 

	Channel Type
	Modulation Type
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(dB)
	Throughput
Specification
(kbps)

	PA3
	16QAM
	-3
	3217

	
	
	-6
	2082

	
	QPSK
	-6
	2445

	
	
	-9
	1560

	PB3
	16QAM
	-3
	2286

	
	
	-6
	1260

	
	QPSK
	-6
	1788

	
	
	-9
	878

	VA30
	16QAM
	-3
	2285

	
	
	-6
	1490

	
	QPSK
	-6
	1873

	
	
	-9
	1030

	VA120
	16QAM
	-3
	1750

	
	
	-6
	800

	
	QPSK
	-6
	1257

	
	
	-9
	732


Table2 Throughput for Enhanced Requirements type 3 
included implementation impairments H-Set 6 (I^or/Ioc=5dB)
	Channel Type
	Modulation Type
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	PB3
	16QAM
	-3
	1600

	
	
	-6
	570

	
	QPSK
	-3
	1920

	
	
	-6
	1220


3 Conclusions
In this document we presented simulation results of FRC test for PB3 with G=5dB and proposed minimum requirements for both G=10dB and 5dB. We would like to discuss the final value of minimum requirements.
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