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1. Introduction

As was agreed at the previous RAN4 meeting #37 [1] simulation results for  6 cases are provided below.  The simulation assumptions are as agreed in [1].  Simulation results for with and without Rx Diversity are provided so that the diversity gain can be computed.
2. Simulation Results

	Test Case* 
	Channel
	Data Rate
	Single Link Spec. Ec/Ior
	BLER
	IorIoc (dB)
	Req'd Ec/Ior (dB)
	Diversity Gain (dB)

	
	
	
	
	
	
	Single Branch
	Type 1
	

	8.2.3
	Static
	12.2
	-16.6
	10-2
	-1
	-18.3
	-21.3
	3.0

	
	
	64
	-13.1
	10-1
	-1
	-15.1
	-18.1
	3.0

	
	
	
	-12.8
	10-2
	-1
	-14.9
	-17.9
	3.0

	
	
	144
	-9.9
	10-1
	-1
	-11.9
	-14.9
	3.0

	
	
	
	-9.8
	10-2
	-1
	-11.8
	-14.8
	3.0

	
	
	384
	-5.6
	10-1
	-1
	-7.7
	-10.7
	3.0

	
	
	
	-5.5
	10-2
	-1
	-7.5
	-10.5
	3.0

	8.3
	VA30
	12.2
	NA
	10-2
	-3
	-12.5
	-16.6
	4.1

	
	
	64
	NA
	10-1
	-3
	-9.8
	-13.6
	3.8

	
	
	
	NA
	10-2
	-3
	-8.2
	-12.4
	4.2

	
	
	384
	NA
	10-1
	6
	-8.1
	-11.1
	3.0

	
	
	
	NA
	10-2
	6
	-6.8
	-10.1
	3.3

	8.6.1
	PA3 (STTD)
	12.2
	NA
	10-2
	9
	-18.5
	-23.8
	5.3

	8.6.2
	PA3 (CLTD)
	12.2
	NA
	10-2
	9
	NA
	NA
	NA

	8.7.1
	VA120
	12.2
	NA
	10-2
	-1
	NA
	NA
	NA

	8.8.1
	PA3 (DLPC)
	12.2
	NA
	10-2
	-1
	-6.1
	-13.1
	7.1


* based on TS25.101 section numbering
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