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1. Results

Ericsson has previously submitted ideal simulation results for DCH demodulation based on Rx diversity in [1]. The results are resubmitted here since some results were missing, and others were erroneous. New results are marked with boldface font. 
8.2.3 Demodulation of Dedicated Channel (DCH)

Table 8.6: DCH requirements in static propagation conditions

	Test Number
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	1
	-21.5
	10-2  

	2
	-18.0
	10-1 

	
	-17.8
	10-2 

	3
	-14.8
	10-1 

	
	-14.6
	10-2 

	4
	-10.6
	10-1 

	
	-10.4
	10-2 


8.3
Demodulation of DCH in multi-path fading propagation conditions
Table 8.10A: DCH requirements in multi-path fading propagation (VA30) with RX diversity
	Test Number
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	5
	-16.8
	10-2 

	6
	-13.8
	10-1 

	
	-12.1
	10-2 

	8
	-11.3
	10- 1

	
	-10.2
	10-2 


8.6.1
Demodulation of DCH in open-loop transmit diversity 
Table 8.20A: Simulation results for DCH reception in open loop transmit diversity scheme (PA3) with RX diversity
	Test Number
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(antenna 1/2)
	BLER

	1
	-24.5
	10-2


8.6.2 Demodulation of DCH in closed loop transmit diversity mode
Table 8.22A: Test requirements for DCH reception in closed loop transmit diversity mode (PA3) with RX diversity

	Test Number
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	BLER

	1
	-25.9
	10-2


8.7
Demodulation in Handover conditions

Demodulation of DCH in Inter-Cell Soft Handover

Table 8.26A: DCH requirements in multi-path propagation conditions during Soft Handoff (VA120) with Rx diversity
	Test Number
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	1
	-20.4
	10-2


Power control in the downlink, constant BLER target 
Table 8.30: Requirements in downlink power control (PA3) with Rx diversity
	Parameter
	Unit
	Test 2

	[image: image6.wmf]or

c

I

E

DPCH

_


	dB
	-14.9
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