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1 Introduction

In the last RAN4 meeting, ad-hoc session was held and it was agreed that simulation results with implementation margin would be provided by the next RAN4 meeting [1]. This document shoes our simulation results for minimum requirements.
2 Simulation results for minimum performance requirements
Simulation results of agreed test conditions are summarized in table1 to table5. 
Table1 Simulation results included implementation impairments for section 8.3 single link performance in VA30
	Information Data Rate (kbps)
	I^or/Ioc (dB)
	Proposed DPCH Ec/Ior (dB)
	BLER

	12.2
	-3
	-14.0
	10-2

	64
	-3
	-10.8
	10-1

	
	
	-10.0
	10-2

	384
	6
	-8.6
	10-1

	
	
	-7.6
	10-2


Table2 Simulation results included implementation impairments for section 8.6.1 open loop Tx-Diversity in PA3
	Information Data Rate (kbps)
	I^or/Ioc (dB)
	Proposed DPCH Ec/Ior (dB)
	BLER

	12.2
	9
	-21.7
	10-2


Table3 Simulation results included implementation impairments for section 8.6.2 closed loop Tx-Diversity in PA3

	Information Data Rate (kbps)
	I^or/Ioc (dB)
	Proposed DPCH Ec/Ior (dB)
	BLER

	12.2
	9
	-21.8
	10-2


Table4 Simulation results included implementation impairments for section 8.7.1 inter-Cell SHO in VA120

	Information Data Rate (kbps)
	I^or/Ioc (dB)
	Proposed DPCH Ec/Ior (dB)
	BLER

	12.2
	0
	-17.9
	10-2


Table5 Simulation results included implementation impairments for section 8.8.1 constant BLER target in PA3

	Information Data Rate (kbps)
	I^or/Ioc (dB)
	Proposed DPCH Ec/Ior (dB)
	BLER

	12.2
	-1
	-12.2
	10-2


3 Conclusions
In this document we presented simulation results included implementation impairments. We would like to discuss the final value of minimum requirements.
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