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4.2.2.8
Number of cells in cell lists

4.2.2.8.1
3.84 Mcps option

For idle mode cell re-selection purposes, the UE shall be capable of monitoring:

-
32 intra-frequency cells (including serving cell), and

-
32 inter-frequency cells, including

-
TDD mode cells on maximum 2 additional TDD carriers, and

-
Depending on UE capability, FDD mode cells, distributed on up to 3 FDD carriers, and

-
Depending on UE capability, 32 inter RAT GSM cells,

as indicated in cell information lists sent in system information (BCCH).

4.2.2.8.2
1.28 Mcps option

For idle mode cell re-selection purposes, the UE shall be capable of monitoring:

-
32 intra-frequency cells (including serving cell), and

-
32 inter-frequency cells, including

-
TDD mode cells on maximum 3 additional TDD carriers, and

-
Depending on UE capability, FDD mode cells distributed on up to 3 FDD carriers, and

-
Depending on UE capability, 32 GSM cells distributed on up to 32 GSM carriers,

as indicated in cell information lists sent in system information (BCCH).

4.2.2.9
Additional requirements for inter-frequency measurements when MBMS reception is active
4.2.2.9.1
3.84 Mcps option

For MBMS capable UE, when MBMS reception is active the following requirements shall apply:
If the UE is required to perform inter-frequency measurements as indicated by the cell reselection measurement rules in 25.304, the UE shall ensure that it switches back to its serving cell frequency in time to perform demodulation of MTCH signals.
<<<<<<<<<<<<<<<<<<<<<<<<< NEXT SECTION >>>>>>>>>>>>>>>>>>>>>>>>>

8.4.2
Requirements

8.4.2.1
UE Measurement Capability

The UE shall be able to monitor up to

-
32 intra frequency TDD cells (including serving cell), and

-
32 inter frequency cells, including

-
TDD mode cells distributed on up to 2 additional TDD carriers and

-
Depending on UE capability, FDD mode cells, distributed on up to 3 FDD carriers.

-
Depending on UE capability, 32 inter RAT GSM cells.

The requirements in section 9 on P-CCPCH RSCP measurements are applicable for a UE performing measurements according to this section. For inter-frequency FDD, TDD and GSM  cell re-selection, measurement occasions as specified in [16] and idle intervals as described in [14] are used to find and measure on other cells. 

It is defined below how the measurements on different systems and modes are performed given the time allocated to that system. The requirements in this section are based on the assumption that the time during the measurement occasions and idle intervals that is allocated to each of the different modes and systems shall be equally shared by the modes which the UE has capability for and that are in the monitored set signalled by the network. 

The UE is required to measure periodically once every time period Tmeas on each of the modes and systems, FDD interfrequency cells, TDD interfrequency cells and GSM carriers, for which the corresponding parameter NFDD, NTDD  and NGSM is set to 1, within the measurement time Tmeas 
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where the following parameters are defined:

NTDD 
= 0 or 1. If there are inter-frequency TDD cells in the neighbour list NTDD=1, otherwise NTDD=0.

NFDD 
= 0 or 1.  If the UE is capable of FDD and there are FDD cells in the neighbour list NFDD=1 otherwise NFDD =0.

NGSM 
= 0 or 1. If the UE is capable of GSM and there are GSM cells in the neighbour list, NGSM=1, otherwise NGSM =0.

M_REP 
is the Measurement Occasion cycle length in number of frames as specified in [16].

NTTI 
is the number of frames in each measurement occasion, equal to the length of the largest TTI on the SCCPCH monitored by the UE.  
For 3.84 Mcps TDD UE capable of MBMS reception and if MBMS reception is active, during Measurement Occasion the UE shall:
· Start to switch back to its serving cell frequency 1 timeslot prior to the start of the MBMS reception

· Switch back to its target inter-frequency within 1 timeslot immediately after the last MBMS reception.
The FACH Measurement Occasion of NTTI frames will be repeated every NTTI * M_REP frame.

Table 8.6A: K values for each NTTI value

	NTTI
	K

	1
	3,4,5,6

	2
	2,3,4,5

	4
	2,3,4

	8
	1,2,3
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