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	The Japan Ministry has allocated 2010-2025 MHz band for TDD operation in Japan.  The current TDD specification do not have spurious emission limits for TDD transmission into FDD Band VI (815-850 MHz, 860-895 MHz) and Band IX (1749.9-1784.9 MHz, 1884.9-1879.9 MHz).  Hence transmit spurious emissions limits from 3.84 Mcps and 7.68 Mcps TDD BS into FDD Band VI and Band IX are required to conform to the Japanese regulations.
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6.6.3.2.4
Co-existence with UTRA FDD

6.6.3.2.4.1
Operation in the same geographic area

This requirement may be applied to geographic areas in which both UTRA TDD and UTRA FDD operating in bands specified in Table 6.35 are deployed.

For TDD base stations which use carrier frequencies within the band 2010 – 2025 MHz the requirements applies at all frequencies within the specified frequency bands in table 6.35. For 3,84 Mcps TDD option base stations which use a carrier frequency within the band 1900-1920 MHz, the requirement applies at frequencies within the specified frequency range which are more than 12,5 MHz above the last carrier used in the frequency band 1900-1920 MHz. For 1,28 Mcps TDD option base stations which use carrier frequencies within the band 1900-1920 MHz, the requirement applies at frequencies within the specified frequency range which are more than 4 MHz above the last carrier used in the frequency band 1900-1920 MHz. For 7.68 Mcps TDD option base stations which use a carrier frequency within the band 1900-1920 MHz, the requirement applies at frequencies within the specified frequency range which are more than 25 MHz above the last carrier used in the frequency band 1900-1920 MHz.

The power of any spurious emission shall not exceed the maximum level given in table 6.35.

Table 6.35: BS Spurious emissions limits for BS in geographic coverage area of UTRA FDD

	BS Class
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	Wide Area BS
	1920 – 1980 MHz
	-43 dBm (*)
	3,84 MHz
	

	Wide Area BS
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	

	Wide Area BS
	2500 – 2570 MHz
	-43 dBm(**)
	3.84 MHz
	

	Wide Area BS
	2620 – 2690 MHz
	-52 dBm
	1 MHz
	

	Wide Area BS
	815-850 MHz
	-43 dBm† 
	3,84 MHz
	

	Wide Area BS
	860-895 MHz
	-52 dBm†
	1 MHz
	

	Wide Area BS
	1749.9-1784.9 MHz
	-43 dBm†
	3.84 MHz
	

	Wide Area BS
	1844.9-1879.9 MHz
	-52 dBm†
	1 MHz
	

	Local Area BS
	1920 – 1980 MHz
	-40 dBm (*)
	3,84 MHz
	

	Local Area BS
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	

	Local Area BS
	2500 – 2570 MHz
	-40 dBm(**)
	3.84 MHz
	

	Local Area BS
	2620 – 2690 MHz
	-52 dBm
	1 MHz
	

	Note *:
For 3,84 Mcps TDD option base stations which use a carrier frequency within the band 1900-1920 MHz, the requirement shall be measured RRC filtered mean power with the lowest center frequency of measurement at 1922,6 MHz or 15 MHz above the last TDD carrier used, whichever is higher. For 1,28 Mcps TDD option base stations which use a carrier frequency within the band 1900-1920 MHz, the requirement shall be measured RRC filtered mean power with the lowest center frequency of measurement at 1922,6 MHz or 6,6 MHz above the last TDD carrier used, whichever is higher. For 7.68 Mcps TDD option base stations which use carrier frequencies within the band 1900 – 1920 MHz, the requirement shall be measured RRC filtered mean power with the lowest centre frequency of measurement at 1922.6 MHz or 30 MHz above the last TDD carrier used, whichever is higher.

NOTE **
For 3.84 Mcps TDD option base stations which use carrier frequencies within the band 2570 – 2620 MHz, the requirement shall be measured RRC filtered mean power with the lowest center frequency of measurement at 2567.5 MHz or 15 MHz below the last TDD carrier used, whichever is lower. For 1.28 Mcps TDD option base stations which use carrier frequencies within the band 2570 – 2620 MHz, the requirement shall be measured RRC filtered mean power with the lowest center frequency of measurement at 2567.5 MHz or 6.6 MHz below the last TDD carrier used, whichever is lower.
NOTE †
This is applicable only for 3.84 Mcps and 7.68 Mcps TDD options operating in 2010-2025 MHz of band referenced in subclause 4.2(a).



NOTE:
The requirements for Wide Area BS in Table 6.35 are based on a coupling loss of 67 dB between the TDD and FDD base stations. The requirements for Local Area BS in Table 6.35 are based on a coupling loss of 70 dB between TDD and FDD Wide Area base stations. The scenarios leading to these requirements are addressed in TR 25.942 [9].
The normative reference for this requirement is TS 25.105 [1] subclause 6.6.3.4.1.1.
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