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Frequency bands and channel arrangement
4.1
General
The information presented in this section is based on a chip rate of 3,84 Mcps, 1,28 Mcps respectively and 7.68 Mcps .

NOTE:
Other chip rates may be considered in future releases.

4.2
Frequency bands
UTRA/TDD is designed to operate in the following bands:

a)
1900 – 1920 MHz:
Uplink and downlink transmission


2010 – 2025 MHz 
Uplink and downlink transmission

b)*
1850 – 1910 MHz:
Uplink and downlink transmission


1930 – 1990 MHz:
Uplink and downlink transmission

c)*
1910 – 1930 MHz:
Uplink and downlink transmission

d)**
2570 – 2620 MHz
Uplink and downlink transmission
* Used in ITU Region 2

** Used in ITU Region 1. 
Additional allocations in ITU region 2 are FFS.

Deployment in existing and other frequency bands is not precluded.

The co-existence of TDD and FDD in the same bands is still under study in WG4.

<<<<<<<<<<<<<<<<<<< NEXT SECTION >>>>>>>>>>>>>>>>>>>>
6.6.3.2.4
Co-existence with UTRA FDD

6.6.3.2.4.1
Operation in the same geographic area

This requirement may be applied to geographic areas in which both UTRA TDD and UTRA FDD are deployed.

For TDD base stations which use carrier frequencies within the band 2010 – 2025 MHz the requirements applies at all frequencies within the specified frequency bands in table 6.35. For 3,84 Mcps TDD option base stations which use a carrier frequency within the band 1900-1920 MHz, the requirement applies at frequencies within the specified frequency range which are more than 12,5 MHz above the last carrier used in the frequency band 1900-1920 MHz. For 1,28 Mcps TDD option base stations which use carrier frequencies within the band 1900-1920 MHz, the requirement applies at frequencies within the specified frequency range which are more than 4 MHz above the last carrier used in the frequency band 1900-1920 MHz. For 7.68 Mcps TDD option base stations which use a carrier frequency within the band 1900-1920 MHz, the requirement applies at frequencies within the specified frequency range which are more than 25 MHz above the last carrier used in the frequency band 1900-1920 MHz.

The power of any spurious emission shall not exceed the maximum level given in table 6.35.

Table 6.35: BS Spurious emissions limits for BS in geographic coverage area of UTRA FDD

	BS Class
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	Wide Area BS
	1920 – 1980 MHz
	-43 dBm (*)
	3,84 MHz
	

	Wide Area BS
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	

	Wide Area BS
	2500 – 2570 MHz
	-43 dBm(**)
	3.84 MHz
	

	Wide Area BS
	2620 – 2690 MHz
	-52 dBm
	1 MHz
	

	Local Area BS
	1920 – 1980 MHz
	-40 dBm (*)
	3,84 MHz
	

	Local Area BS
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	

	Local Area BS
	2500 – 2570 MHz
	-40 dBm(**)
	3.84 MHz
	

	Local Area BS
	2620 – 2690 MHz
	-52 dBm
	1 MHz
	

	Note *:
For 3,84 Mcps TDD option base stations which use a carrier frequency within the band 1900-1920 MHz, the requirement shall be measured RRC filtered mean power with the lowest center frequency of measurement at 1922,6 MHz or 15 MHz above the last TDD carrier used, whichever is higher. For 1,28 Mcps TDD option base stations which use a carrier frequency within the band 1900-1920 MHz, the requirement shall be measured RRC filtered mean power with the lowest center frequency of measurement at 1922,6 MHz or 6,6 MHz above the last TDD carrier used, whichever is higher. For 7.68 Mcps TDD option base stations which use carrier frequencies within the band 1900 – 1920 MHz, the requirement shall be measured RRC filtered mean power with the lowest centre frequency of measurement at 1922.6 MHz or 30 MHz above the last TDD carrier used, whichever is higher.

NOTE **
For 3.84 Mcps TDD option base stations which use carrier frequencies within the band 2570 – 2620 MHz, the requirement shall be measured RRC filtered mean power with the lowest center frequency of measurement at 2567.5 MHz or 15 MHz below the last TDD carrier used, whichever is lower. For 1.28 Mcps TDD option base stations which use carrier frequencies within the band 2570 – 2620 MHz, the requirement shall be measured RRC filtered mean power with the lowest center frequency of measurement at 2567.5 MHz or 6.6 MHz below the last TDD carrier used, whichever is lower.  .  For 7.68 Mcps TDD option base stations which use carrier frequencies within the band 2570 – 2620 MHz, the requirement shall be measured RRC filtered mean power with the lowest centre frequency of measurement at 2567.5 MHz or 30 MHz below the last TDD carrier used, whichever is lower.


NOTE:
The requirements for Wide Area BS in Table 6.35 are based on a coupling loss of 67 dB between the TDD and FDD base stations. The requirements for Local Area BS in Table 6.35 are based on a coupling loss of 70 dB between TDD and FDD Wide Area base stations. The scenarios leading to these requirements are addressed in TR 25.942 [9].
The normative reference for this requirement is TS 25.105 [1] subclause 6.6.3.4.1.1.

6.6.3.2.4.2
Co-located base stations

This requirement may be applied for the protection of UTRA FDD BS receivers when UTRA TDD BS and UTRA FDD BS are co-located.

For TDD base stations which use carrier frequencies within the band 2010 – 2025 MHz the requirements applies at all frequencies within the specified frequency bands in table 6.36. For 3,84 Mcps TDD option base stations which use a carrier frequency within the band 1900-1920 MHz, the requirement applies at frequencies within the specified frequency range which are more than 12,5 MHz above the last carrier used in the frequency band 1900-1920 MHz. For 1,28 Mcps TDD option base stations which use carrier frequencies within the band 1900-1920 MHz, the requirement applies at frequencies within the specified frequency range which are more than 4 MHz above the last carrier used in the frequency band 1900-1920 MHz. For 7.68 Mcps TDD option base stations which use a carrier frequency within the band 1900-1920 MHz, the requirement applies at frequencies within the specified frequency range which are more than 25 MHz above the last carrier used in the frequency band 1900-1920 MHz.

The power of any spurious emission shall not exceed the maximum level given in table 6.36.

Table 6.36: BS Spurious emissions limits for BS co-located with UTRA FDD

	BS Class
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	Wide Area BS
	1920 – 1980 MHz
	-80 dBm (*)
	3,84 MHz
	

	Wide Area BS
	2110 ​– 2170 MHz
	-52 dBm
	1 MHz
	

	Wide Area BS
	2500 – 2570 MHz
	- 80 dBm(**)
	3.84 MHz
	

	Wide Area BS
	2620 – 2690 MHz
	-52 dBm
	1 MHz
	

	Note *:
For 3,84 Mcps TDD option base stations which use a carrier frequency within the band 1900-1920 MHz, the requirement shall be measured RRC filtered mean power with the lowest center frequency of measurement at 1922,6 MHz or 15 MHz above the last TDD carrier used, whichever is higher. For 1,28 Mcps TDD option base stations which use a carrier frequency within the band 1900-1920 MHz, the requirement shall be measured RRC filtered mean power with the lowest center frequency of measurement at 1922,6 MHz or 6,6 MHz above the last TDD carrier used, whichever is higher. For 7.68 Mcps TDD option base stations which use carrier frequencies within the band 1900 – 1920 MHz, the requirement shall be measured RRC filtered mean power with the lowest centre frequency of measurement at 1922.6 MHz or 30 MHz above the last TDD carrier used, whichever is higher.

NOTE **
For 3.84 Mcps TDD option base stations which use carrier frequencies within the band 2570 – 2620 MHz, the requirement shall be measured RRC filtered mean power with the lowest center frequency of measurement at 2567.5 MHz or 15 MHz below the last TDD carrier used, whichever is lower. For 1.28 Mcps TDD option base stations which use carrier frequencies within the band 2570 – 2620 MHz, the requirement shall be measured RRC filtered mean power with the lowest center frequency of measurement at 2567.5 MHz or 6.6 MHz below the last TDD carrier used, whichever is lower.  . For 7.68 Mcps TDD option base stations which use carrier frequencies within the band 2570 – 2620 MHz, the requirement shall be measured RRC filtered mean power with the lowest center frequency of measurement at 2567.5 MHz or 30 MHz below the last TDD carrier used, whichever is lower.


NOTE:
The requirements in table 6.36 are based on a minimum coupling loss of 30 dB between base stations. The co-location of different base station classes is not considered. A co-location requirement for the Local Area TDD BS is intended to be part of a later release.

The normative reference for this requirement is TS 25.105 [1] subclause 6.6.3.4.2.1.

<<<<<<<<<<<<<<<<<<< NEXT SECTION >>>>>>>>>>>>>>>>>>>>
7.5.2.3
7,68 Mcps TDD option

7.5.2.3.1
General requirements
The static reference performance as specified in clause 7.2 shall be met with a wanted and an interfering signal coupled to the BS antenna input using the parameters specified in tables 7.6-1B, 7.7-1B, 7.8-1B, 7.6-2B, 7.7-2B or 7.8-2B, respectively.

Table 7.6-1B: Blocking requirements for Wide Area BS in operating bands defined in subclause 4.2 a) 

	Center frequency of interfering signal
	Interfering signal mean power
	Wanted signal mean power
	Minimum offset of interfering signal
	Type of interfering signal

	1900 – 1920 MHz,

2010 – 2025 MHz
	-40 dBm
	-103 dBm
	20 MHz
	WCDMA signal with one code

	1880 – 1900 MHz,

1990 – 2010 MHz,

2025 – 2045 MHz
	-40 dBm
	-103 dBm
	20 MHz
	WCDMA signal with one code

	1920 – 1980 MHz
	-40 dBm
	-103 dBm
	20 MHz
	WCDMA signal with one code

	1 – 1880 MHz,

1980 – 1990 MHz, 

2045 – 12750 MHz
	-15 dBm
	-103 dBm
	(
	CW carrier


Table 7.7-1B: Blocking requirements for Wide Area BS in operating bands defined in subclause 4.2 b) 

	Center frequency of interfering signal
	Interfering signal mean power
	Wanted signal mean power
	Minimum offset of interfering signal
	Type of interfering signal

	1850 – 1990 MHz
	-40 dBm
	-103 dBm
	20 MHz
	WCDMA signal with one code

	1830 – 1850 MHz,

1990 – 2010 MHz
	-40 dBm
	-103 dBm
	20 MHz
	WCDMA signal with one code

	1 – 1830 MHz,

2010 – 12750 MHz
	-15 dBm
	-103 dBm
	(
	CW carrier


Table 7.8-1B: Blocking requirements for Wide Area BS in operating bands defined in subclause 4.2 c) 

	Center frequency of interfering signal
	Interfering signal mean power
	Wanted signal mean power
	Minimum offset of interfering signal
	Type of interfering signal

	1910 – 1930 MHz
	-40 dBm
	-103 dBm
	20 MHz
	WCDMA signal with one code

	1890 – 1910 MHz,

1930 – 1950 MHz
	-40 dBm
	-103 dBm
	20 MHz
	WCDMA signal with one code

	1 – 1890 MHz,

1950 – 12750 MHz
	-15 dBm
	-103 dBm
	(
	CW carrier


Table 7.9-1B: Blocking requirements for Wide Area BS in operating bands defined in subclause 4.2 d)
	Centre Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2570 – 2620 MHz
	-40 dBm
	-103 dBm
	20 MHz
	WCDMA signal with one code

	2550 – 2570 MHz

2620 – 2640 MHz
	-40 dBm
	-103 dBm
	20 MHz
	WCDMA signal with one code

	2500 – 2570 MHz

2620 – 2690 MHz
	-40 dBm
	-103 dBm
	20 MHz
	WCDMA signal with one code

	1 – 2550 MHz,

2690 – 12750 MHz
	-15 dBm
	-103 dBm
	(
	CW carrier


Table 7.6-2B: Blocking requirements for Local Area BS in operating bands defined in subclause 4.2 a)

	Center frequency of interfering signal
	Interfering signal level
	Wanted signal level
	Minimum offset of interfering signal
	Type of interfering signal

	1900 – 1920 MHz,

2010 – 2025 MHz
	-30 dBm
	–89 dBm
	20 MHz
	WCDMA signal with one code

	1880 – 1900 MHz,

1990 – 2010 MHz,

2025 – 2045 MHz
	-30 dBm
	–89 dBm
	20 MHz
	WCDMA signal with one code

	1920 – 1980 MHz
	-30 dBm
	–89 dBm
	20 MHz
	WCDMA signal with one code

	1 – 1880 MHz,

1980 – 1990 MHz, 

2045 – 12750 MHz
	-15 dBm
	–89 dBm
	(
	CW carrier


Table 7.7-2B: Blocking requirements for Local Area BS in operating bands defined in subclause 4.2 b)

	Center frequency of interfering signal
	Interfering signal level
	Wanted signal level
	Minimum offset of interfering signal
	Type of interfering signal

	1850 – 1990 MHz
	-30 dBm
	–89 dBm
	20 MHz
	WCDMA signal with one code

	1830 – 1850 MHz,

1990 – 2010 MHz
	-30 dBm
	–89 dBm
	20 MHz
	WCDMA signal with one code

	1 – 1830 MHz,

2010 – 12750 MHz
	-15 dBm
	–89 dBm
	(
	CW carrier


Table 7.8-2B: Blocking requirements for Local Area BS in operating bands defined in subclause 4.2 c)

	Center frequency of interfering signal
	Interfering signal level
	Wanted signal level
	Minimum offset of interfering signal
	Type of interfering signal

	1910 – 1930 MHz
	-30 dBm
	–89 dBm
	20 MHz
	WCDMA signal with one code

	1890 – 1910 MHz,

1930 – 1950 MHz
	-30 dBm
	–89 dBm
	20 MHz
	WCDMA signal with one code

	1 – 1890 MHz,

1950 – 12750 MHz
	-15 dBm
	–89 dBm
	(
	CW carrier


Table 7.9-2B: Blocking requirements for Local Area BS in operating bands defined in subclause 4.2 d)
	Centre Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2570 – 2620 MHz
	-30 dBm
	–89 dBm
	20 MHz
	WCDMA signal with one code

	2550 – 2570 MHz

2620 – 2640 MHz
	-30 dBm
	–89 dBm
	20 MHz
	WCDMA signal with one code

	2500 – 2570 MHz

2620 – 2690 MHz
	-30 dBm
	–89 dBm
	20 MHz
	WCDMA signal with one code

	1 – 2550 MHz,

2690 – 12750 MHz
	-15 dBm
	–89 dBm
	(
	CW carrier


The normative reference for this requirement is TS 25.105 [1] subclause 7.5.0.3.

<<<<<<<<<<<<<<<<<<< NEXT SECTION >>>>>>>>>>>>>>>>>>>>
7.5.2.3.3
Co-location with UTRA-FDD

This additional blocking requirement may be applied for the protection of TDD BS receivers when UTRA-FDD are co-located with UTRA TDD Wide Area BS.

The blocking performance requirement applies to interfering signals with center frequency within the ranges specified in the tables below, using a 1MHz step size.

In case this additional blocking requirement is applied, the static reference performance as specified in clause 7.2.1 of TS25.105 shall be met with a wanted and an interfering signal coupled to BS antenna input using the following parameters.

Table 7.10G: Additional blocking requirements for operating bands defined in 4.2(d) when co-located with UTRA-FDD WA BS

	Centre Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2620 – 2690 MHz
	+13 dBm
	-103 dBm
	(
	CW carrier


Table 7.10H: Additional blocking requirements for operating bands defined in 4.2(d) when co-located with UTRA-FDD LA BS

	Center Frequency of Interfering Signal
	Interfering Signal Mean Power
	Wanted Signal Mean Power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	2620 – 2690 MHz
	-6 dBm
	-103 dBm
	(
	CW carrier


<<<<<<<<<<<<<<<<<<< NEXT SECTION >>>>>>>>>>>>>>>>>>>>
7.7.2.3
7,68 Mcps TDD option

The power of any spurious emission shall not exceed the values given in table 7.12B.

Table 7.12B: Receiver spurious emission requirements

	Band
	Maximum level
	Measurement Bandwidth
	Note

	30 MHz – 1 GHz
	-57 dBm
	100 kHz 
	

	1 GHz – 1.9 GHz and
1.98 GHz – 2.01 GHz
2.025 GHz o 2.5 GHz
	-47 dBm
	1 MHz
	With the exception of frequencies between 25MHz below the first carrier frequency and 25MHz above the last carrier frequency used by the BS.

	1.9 GHz – 1.98 GHz and
2.01 GHz – 2.025 GHz
2.5 GHz – 2.62 GHz
	-75 dBm
	7.68 MHz
	With the exception of frequencies between 25MHz below the first carrier frequency and 25MHz above the last carrier frequency used by the BS.

	2.62 GHz – 12.75 GHz
	-47 dBm
	1 MHz
	With the exception of frequencies between 25MHz below the first carrier frequency and 25MHz above the last carrier frequency used by the BS.


In addition to the requirements in table 7.12B, the co-existence requirements for co-located base stations specified in subclause 6.6.3.2.2.2, 6.6.3.2.3.2 and 6.6.3.2.4.2 may also be applied.

The normative reference for this requirement is subclause 6.3.7.1.

<<<<<<<<<<<<<<<<<<< NEXT SECTION >>>>>>>>>>>>>>>>>>>>
Annex B (normative):
Propagation conditions

B.1
Static propagation condition

The propagation for the static performance measurement is an Additive White Gaussian Noise (AWGN) environment. No fading and multi-paths exist for this propagation model.

B.2
Multi-path fading propagation conditions

B.2.1
3,84 Mcps TDD option

Table B.1 and B.1A shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum, defined as:

(CLASS)
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Table B.1: Propagation Conditions for Multi path Fading Environments for 3,84 Mcps TDD option for operations referenced in 4.2 a), 4.2 b) and 4.2 c)

	Case 1, speed 3km/h
	Case 2, speed 3 km/h
	Case 3, speed 120 km/h

	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3

	
	
	12000
	0
	521
	-6

	
	
	
	
	781
	-9


Table B.1A: Propagation Conditions for Multi path Fading Environments for operations referenced in 4.2 d)

	Case 1, speed 2.3km/h
	Case 2, speed 2.3 km/h
	Case 3, speed 92 km/h

	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3

	
	
	12000
	0
	521
	-6

	
	
	
	
	781
	-9


B.2.2
1,28 Mcps TDD option

Table B2.2 shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum, defined as:

(CLASS)
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Table B2: Propagation Conditions for Multi path Fading Environments for 1,28 Mcps TDD for operations referenced in 5.2 a), b) and c)
	Case 1, speed 3km/h
	Case 2, speed 3km/h
	Case 3, speed 120km/h

	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0
	0
	0
	0
	0

	2928
	-10
	2928
	0
	781
	-3

	
	
	12000
	0
	1563
	-6

	
	
	
	
	2344
	-9


Table B.3: Propagation Conditions for Multi-Path Fading Environments for operations referenced in 5.2 d)

	Case 1, speed 2.3km/h
	Case 2, speed 2.3km/h
	Case 3, speed 92km/h

	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0
	0
	0
	0
	0

	2928
	-10
	2928
	0
	781
	-3

	
	
	12000
	0
	1563
	-6

	
	
	
	
	2344
	-9


B.2.3
7,68 Mcps TDD option

Table B.4 and B.5 shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum, defined as:

(CLASS)
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for f  -fd, fd.

Table B.4: Propagation Conditions for Multi path Fading Environments for 3,84 Mcps TDD option for operations referenced in 4.2 a), 4.2 b) and 4.2 c)

	Case 1, speed 3km/h
	Case 2, speed 3 km/h
	Case 3, speed 120 km/h

	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3

	
	
	12000
	0
	521
	-6

	
	
	
	
	781
	-9


Table B.5: Propagation Conditions for Multi path Fading Environments for operations referenced in 4.2 d)

	Case 1, speed 2.3km/h
	Case 2, speed 2.3 km/h
	Case 3, speed 92 km/h

	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]
	Relative Delay [ns]
	Relative Mean Power [dB]

	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3

	
	
	12000
	0
	521
	-6

	
	
	
	
	781
	-9
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