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1. Introduction

The following are InterDigital’s simulation results for the agreed simulation assumptions [1] and provided cell DIP values [2].    
2. Simulation Results 

	
	Throughput [kbps], VA30

	
	QPSK
	16QAM

	
	Type3
	Type3i
	Type3
	Type3i

	
	Ec/Ior [dB]
	Ec/Ior [dB]
	Ec/Ior [dB]
	Ec/Ior [dB]

	Ior/Ioc [dB]
	-6
	-3
	-6
	-3
	-6
	-3
	-6
	-3

	0
	897
	1500
	1115
	1719
	106
	1151
	344
	1442

	-3
	132
	901
	458
	1194
	0
	133
	2
	539


	
	Throughput [kbps], PB3

	
	QPSK
	16QAM

	
	Type3
	Type3i
	Type3
	Type3i

	
	Ec/Ior [dB]
	Ec/Ior [dB]
	Ec/Ior [dB]
	Ec/Ior [dB]

	Ior/Ioc [dB]
	-6
	-3
	-6
	-3
	-6
	-3
	-6
	-3

	0
	789
	1458
	1054
	1695
	178
	1009
	344
	1370

	-3
	179
	801
	419
	1143
	3
	215
	18
	512


	
	Type3i to Type3 Throughput gain, VA30

	
	QPSK
	16QAM

	
	Ec/Ior [dB]
	Ec/Ior [dB]

	Ior/Ioc [dB]
	-6
	-3
	-6
	-3

	0
	24%
	15%
	226%
	25%

	-3
	247%
	33%
	-
	307%


	
	Type3i to Type3 Throughput gain, PB3

	
	QPSK
	16QAM

	
	Ec/Ior [dB]
	Ec/Ior [dB]

	Ior/Ioc [dB]
	-6
	-3
	-6
	-3

	0
	34%
	16%
	94%
	36%

	-3
	134%
	43%
	520%
	139%
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