3GPP TSG-RAN Working Group 4 (Radio) meeting #42
R4-070310
St. Louis, USA, 12 Feb – 16 Feb 2007
Source:
Huawei
Title:
Text proposal on UE measurement for UE TRs 
Agenda item:
6.4.4.1
Document for:
Discussion and Decision
1   Discussion

In this meeting the conclusion in the contribution R4-070078 was approved.  We provide a text proposal to capture the conclusion in the related RAN4 TRs. There are two TR templates, which are [1] and [2] have been agreed in RAN4 meeting. According to [4], the two TRs are parallel to be studied. [2] is for stage 2. A text proposal [3] to TR [1] has been approved in RAN4#40. Based on the conclusion in R4-070078, it is proposed that the text proposal is modified as Annex A for [1]. In the same time, it is proposed that the text proposal as Annex B is also applicable to [2] which mainly describes UE measurement requirements for E-UTRA.
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Annex A

-------------------------------------------- Start text proposal -------------------------------------------------------------------
8
UE Measurements Procedures

Note: 
This section contains requirement aspects related to UE measurement and reporting capabilities needed for supporting E-UTRA radio resource management.
The requirements include the following type of UE neighbour measurements: non-gap assisted and gap assisted E-UTRA measurements and gap-assisted inter-RAT measurements. 
UE measurement type is derived based on UE measurement capabilities, which may be dependent on factors like the carrier frequency and operating bandwidth of a neighbour cell, and RAT of a neighbour cell.
-------------------------------------------- End text proposal -------------------------------------------------------------------
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5
Measurements for RRC_CONNECTED mode mobility

5.1
RRC_CONNECTED state

5.1.1
RRC_CONNECTED measurement neighbour cell list

5.1.2
Discontinuous Reception (DRX) and Transmission (DTX)

5.1.3
Transmission Gaps
5.2
UE Measurements.
The requirements include the following type of UE neighbour measurements: non-gap assisted and gap assisted E-UTRA measurements and gap-assisted inter-RAT measurements. 
UE measurement type is derived based on UE measurement capabilities, which may be dependent on factors like the carrier frequency and operating bandwidth of a neighbour cell, and RAT of a neighbour cell. 
-------------------------------------------- End text proposal -------------------------------------------------------------------
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