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1. Introduction

In RAN4 meeting #42 contributions discussing the different assumptions and scenarios needed for defining UE demodulation requirements for DL 64QAM, were presented [1]

 REF _Ref162074988 \r \h 
[2]

 REF _Ref162074989 \r \h 
[3]. To progress the work and adhoc was also held  [4]. In this Adhoc it was agreed to use 2 different FRC definitions for 64QAM simulations (12 and 15 codes), with the possible additional FRC based 16QAM and 15 codes. The FRC with 12 codes and 64QAM was described in [2]. In Section 2 of this contribution a proposal is made for the two other FRC’s based on the general agreements made in 64QAM adhoc meeting in St Louis. Draft version of this contribution has been distributed earlier on RAN4 HSDPA email reflector.
2. FRC’s
Table 1. Fixed Reference Channel H-Set 7a [2]
	Parameter
	Unit
	Value

	Nominal Avg. Inf. Bit Rate
	kbps
	10549

	Inter-TTI Distance
	TTI’s
	1

	Number of HARQ Processes
	Processes
	6

	Information Bit Payload (
[image: image1.wmf]INF

N

)
	Bits
	21096

	Number Code Blocks
	Blocks
	5

	Binary Channel Bits Per TTI
	Bits
	34560

	Total Available SML’s in UE
	SML’s
	259200

	Number of SML’s per HARQ Proc.
	SML’s
	43200

	Coding Rate
	
	0.61

	Number of Physical Channel Codes
	Codes
	12

	Modulation
	
	64QAM


Table 2. Fixed Reference Channel H-Set 7b (64QAM)

	Parameter
	Unit
	Value

	Nominal Avg. Inf. Bit Rate
	kbps
	13245

	Inter-TTI Distance
	TTI’s
	1

	Number of HARQ Processes
	Processes
	6

	Information Bit Payload (
[image: image2.wmf]INF

N

)
	Bits
	26490

	Number Code Blocks
	Blocks
	6

	Binary Channel Bits Per TTI
	Bits
	43200

	Total Available SML’s in UE
	SML’s
	259200

	Number of SML’s per HARQ Proc.
	SML’s
	43200

	Coding Rate
	
	0.61

	Number of Physical Channel Codes
	Codes
	15

	Modulation
	
	64QAM


Table 3. Fixed Reference Channel H-Set 7c (16QAM)

	Parameter
	Unit
	Value

	Nominal Avg. Inf. Bit Rate
	kbps
	8729

	Inter-TTI Distance
	TTI’s
	1

	Number of HARQ Processes
	Processes
	6

	Information Bit Payload (
[image: image3.wmf]INF

N

)
	Bits
	17458

	Number Code Blocks
	Blocks
	4

	Binary Channel Bits Per TTI
	Bits
	28800

	Total Available SML’s in UE
	SML’s
	259200

	Number of SML’s per HARQ Proc.
	SML’s
	43200

	Coding Rate
	
	0.61

	Number of Physical Channel Codes
	Codes
	15

	Modulation
	
	16QAM
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