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	BS modulation accuracy requirements for 64QAM modulated codes has been discussed in RAN4. It was proposed not to add 64QAM to the existing structure of EVM and PCDE requirements, but instead to formulate a single Relative Code Domain Error requirement for 64QAM modulated codes only. With this approach only the active code channels in the composite reference waveform are considered for CDE requirement. Definition and the minimum requirement are discussed in RAN4 and presented here as a form of a CR.
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6.8.3
Peak code Domain error

The Peak Code Domain Error is computed by projecting the error vector (as defined in 6.8.2) onto the code domain at a specified spreading factor. The Code Domain Error for every code in the domain is defined as the ratio of the mean power of the projection onto that code, to the mean power of the composite reference waveform. This ratio is expressed in dB. The Peak Code Domain Error is defined as the maximum value for the Code Domain Error for all codes. The measurement interval is one timeslot as defined by the C-PICH (when present) otherwise the measurement interval is one timeslot starting with the beginning of the SCH.
6.8.3.1
Minimum requirement

The peak code domain error shall not exceed -33 dB at spreading factor 256.

6.8.4
Time alignment error in Tx Diversity

In Tx Diversity, signals are transmitted from two antennas. These signals shall be aligned. The time alignment error in Tx Diversity is specified as the delay between the signals from the two diversity antennas at the antenna ports. 

6.8.4.1
Minimum Requirement

The time alignment error in Tx Diversity shall not exceed ¼ Tc.
6.8.5
 Relative Code Domain Error for 64QAM modulation

The Relative Code Domain Error is computed by projecting the error vector (as defined in 6.8.2) onto the code domain at a specified spreading factor. Only the active code channels in the composite reference waveform are considered for this requirement. The Relative Code Domain Error for every active code is defined as the ratio of the mean power of the error projection onto that code, to the mean power of the active code in the composite reference waveform. This ratio is expressed in dB. The measurement interval is one frame.
The requirement for Relative Code Domain Error is only applicable for 64QAM modulated codes.
6.8.5.1
Minimum requirement

The average Relative Code Domain Error for 64QAM modulated codes shall not exceed -21 dB at spreading factor 16.
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