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1. Introduction

In this contribution, we present simulation results for the MIMO CQI test for single-stream transmissions defined in [1]. The results are for 0% Tx and Rx EVM.
2. Simulation results 
In what follows, results are presented for each of the four possible precoding vectors separately.

w = w(1):
	Test #
	Test 1
	Test 2
	Test 3
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	6 dB
	8 dB
	10 dB

	Median CQI
	23
	25
	26

	BLER (Median CQI)
	33.6 %
	32.9 %
	24.6 %

	BLER (Median CQI + 2)
	2.8 %
	3.1 %
	4.8 %

	Fraction of matching Type A PCI reports
	99.5 %
	99.7 %
	99.8 %

	Fraction of matching Type B PCI reports
	99.6 %
	99.8 %
	99.8 %


w = w(2):
	Test #
	Test 1
	Test 2
	Test 3
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	6 dB
	8 dB
	10 dB

	Median CQI
	23
	25
	27

	BLER (Median CQI)
	34.5 %
	35.2 %
	14.2 %

	BLER (Median CQI + 2)
	2.6 %
	2.8 %
	1.1 %

	Fraction of matching Type A PCI reports
	99.6 %
	99.8 %
	99.8 %

	Fraction of matching Type B PCI reports
	99.5 %
	99.7 %
	99.8 %


w = w(3):
	Test #
	Test 1
	Test 2
	Test 3
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	6 dB
	8 dB
	10 dB

	Median CQI
	23
	25
	27

	BLER (Median CQI)
	32.8 %
	34.1 %
	15.3 %

	BLER (Median CQI + 2)
	2.3 %
	3.8 %
	2.2 %

	Fraction of matching Type A PCI reports
	99.4 %
	99.7 %
	99.9 %

	Fraction of matching Type B PCI reports
	99.7 %
	99.8 %
	99.9 %


w = w(4):
	Test #
	Test 1
	Test 2
	Test 3
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	6 dB
	8 dB
	10 dB

	Median CQI
	23
	25
	26

	BLER (Median CQI)
	33.1 %
	33.1 %
	25.3 %

	BLER (Median CQI + 2)
	2.6 %
	3.2 %
	3.8 %

	Fraction of matching Type A PCI reports
	99.4 %
	99.6 %
	99.8 %

	Fraction of matching Type B PCI reports
	99.7 %
	99.8 %
	99.9 %
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