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1. Introduction

This contribution presents MIMO simulation results with/without Rx impairments. 
2. Simulation results for HSDPA MIMO
In this set of simulations, the Node B transmitter EVM was set to 0% as was agreed during the MIMO teleconference of August 2, 2007. The dual stream simulation results are shown in Figure 1, and Figure 2. The single stream simulation results are shown in Figure 3 and Figure 4.
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Figure 1. PA3, Dual stream FRC, with/without Rx impairment margin.
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Figure 2. VA3, Dual stream FRC, with/without Rx impairment margin.
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Figure 3. PA3, Single stream FRC, with/without Rx impairment margin.
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Figure 4. VA3, Single stream FRC, with/without Rx impairment margin.
The detailed data for Rx impairments are listed in the following table.
Table 1. Throughput of the FRC results without Rx impairments.
	
	
	  Single stream(Kbps)
	Dual Stream(Kbps)

	Geometry
	
	6
	8
	10
	12
	8
	10
	12

	PA3
	No Rx Impairments
	4729
	5847
	6878
	7644
	5549
	7198
	8818

	
	With Rx Impairments
	3783
	4850
	5815
	6610
	4804
	6016
	7547

	VA3
	No Rx Impairments
	3473
	4267
	5119
	6077
	4621
	5755
	6986

	
	With Rx Impairments
	2945
	3673
	4434
	5299
	3793
	4883
	5990


The simulation result without impairments has been updated compared to our ideal simulation results in [1].
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