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The skeleton TR for the Study item on Home NodeB/eNodeB was presented in [4].  An updated TR was submitted in [5] including input from the Telephone Conferences on Home Node B / eNodeB [1,2,3].
The HNB shall not transmit without proper authorisation, as discussed in [1] and [7].  The following text proposal clarifies this aspect of HNB specific Emissions Requirements.
No solution to provide authentication of the location of the mobile station has been endorsed by 3GPP.  However, a potential solution has been proposed in [6] that is assisted by UE measurements of nearby macro cells.  The solution is focused on the eNB but may be apply to UTRA as well.  
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Text Proposal -----------------------------------------------------------------------------------------------------------

5.2.2 HNB specific Emissions Requirements
Working assumption:  The HNB shall not transmit without authorisation   

Authorisation will depend on the following conditions:

· HNB location

· communication link between HNB and HNB operator

· HNB identity.

· other FFS
The events and frequency on which the above conditions must be verified is an open issue.

HNB location

1. HNB must be within operator’s license area. (Working assumption)

2. A more precise location may be required for other reasons, such as: emergency services (eCall), lawful interception, or restricting operation to a specific location.  (open issue)

Communication link between HNB and HNB operator

3. there must be a communication link to receive authorisation (Working assumption)

4. The communication link may need to achieve minimum performance requirements for offered services (open issue)

HNB identity

       5.    the HNB operator must be able to verify the HNB identity
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