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9.3
Reporting of Channel Quality Indicator
The propagation conditions for this subclause are defined in table B.1C for non-MIMO operation under fading conditions, in subclause B.2.6.1 for MIMO operation under single stream conditions, and in subclause B.2.6.2 for MIMO operation under dual stream conditions.

For the cases in this subclause where CQI reporting is evaluated under fading conditions or under MIMO single/dual stream conditions it is expected that the UE will not always detect the HS-SCCH, resulting in a DTX for the uplink ACK/NACK transmission. The downlink configuration for evaluating CQI performance does not use retransmission. Therefore any BLER calculations must exclude any packets where the UE may have attempted to combine data from more than one transmission due to having missed one or more new data indicators or initial tranmissions in MIMO operation from lost HS-SCCH transmissions.

9.3.1
Single Link Performance

9.3.1.1
AWGN propagation conditions
The reporting accuracy of channel quality indicator (CQI) under AWGN environments is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median.
9.3.1.1.1
Minimum Requirement - UE capability categories 1-8 and 11, 12

For the parameters specified in Table 9.23, and using the downlink physical channels specified in table C.8, the reported CQI value shall be in the range of +/-2 of the reported median more than 90% of the time. If the HS-PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI +2) shall be greater than 0.1. If the HS-PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI -1) shall be less than or equal to 0.1.
Table 9.23: Test Parameter for CQI test in AWGN - single link
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-PDSCH
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	dB
	-10

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be "…XOOXOO…", where "X" indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and "O" indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Note 1:
Measurement power offset "(" is configured by RRC accordingly and as defined in [7]
Note 2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI, median CQI -1, median CQI+2 are used. Other physical channel parameters are configured according to the CQI mapping table described in TS25.214
Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


9.3.1.2
Fading propagation conditions

The reporting accuracy of the channel quality indicator (CQI) under fading environments is determined by the BLER performance using the transport format indicated by the reported CQI median.
The specified requirements may be subject to further simulations to verify assumptions.

9.3.1.2.1
Minimum Requirement - UE capability categories 1-8 and 11, 12

For the parameters specified in Table 9.26, and using the downlink physical channels specified in table C.8, the requirements are specified in terms of maximum BLERs at particular reported CQIs when transmitting a fixed transport format given by the CQI median as shown in Table 9.27. The BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period with the HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fraction of erroneous HS-PDSCH subframes.
Table 9.26: Test Parameters for CQI test in fading - single link
	Parameter
	Unit
	Test 1
	Test 2

	HS-PDSCH
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-SCCH_1 
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	-8.5
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	dB
	-6

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be "…XOOXOO…", where "X" indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and "O" indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Propagation Channel
	
	Case 8

	Note 1:
Measurement power offset "(" is configured by RRC accordingly and as defined in [7]
Note 2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI is used. Other physical channel parameters are configured according to the CQI mapping table described in TS25.214
Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


Table 9.27: Minimum requirement for CQI test in fading - single link
	Reported CQI
	Maximum BLER

	
	Test 1
	Test2

	CQI median
	60%
	60%

	CQI median + 3
	15%
	15%


9.3.2
Open Loop Diversity Performance

9.3.2.1
AWGN propagation conditions

The reporting accuracy of channel quality indicator (CQI) under AWGN environments is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median.

9.3.2.1.1
Minimum Requirement - UE capability categories 1-8 and 11, 12

For the parameters specified in Table 9.32, and using the downlink physical channels specified in table C.9, the reported CQI value shall be in the range of +/-2 of the reported median more than 90% of the time. If the HS-PDSCH (BLER) using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI +2) shall be greater than 0.1. If the HS-PDSCH (BLER) using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI -1) shall be less than or equal to 0.1.
Table 9.32: Test Parameter for CQI test in AWGN - open loop diversity
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dB
	-10

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be "…XOOXOO…", where "X" indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and "O" indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Note 1:
Measurement power offset "(" is configured by RRC accordingly and as defined in [7]
Note 2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI, median CQI -1, median CQI+2 are used. Other physical channel parameters are configured according to the CQI mapping table described in TS25.214
Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


9.3.2.2
Fading propagation conditions

The reporting accuracy of the channel quality indicator (CQI) under fading environments is determined by the BLER performance using the transport format indicated by the reported CQI median.
The specified requirements may be subject to further simulations to verify assumptions.

9.3.2.2.1
Minimum Requirement - UE capability categories 1-8 and 11, 12

For the parameters specified in Table 9.35, and using the downlink physical channels specified in table C.9, the requirements are specified in terms of maximum BLERs at particular reported CQIs when transmitting a fixed transport format given by the CQI median as shown in Table 9.36. The BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period with the HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fraction of erroneous HS-PDSCH subframes.
Table 9.35: Test Parameters for CQI test in fading - open loop diversity
	Parameter
	Unit
	Test 1
	Test 2

	HS-PDSCH
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	dBm/3.84 MHz
	-60

	Phase reference
	-
	P-CPICH

	HS-SCCH_1 
[image: image19.wmf]/

cor

EI


	dB
	-8.5

	DPCH 
[image: image20.wmf]/

cor

EI


	dB
	-6

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be "…XOOXOO…", where "X" indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and "O" indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Propagation Channel
	
	Case 8

	Note 1:
Measurement power offset "(" is configured by RRC accordingly and as defined in [7]
Note 2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI is used. Other physical channel parameters are configured according to the CQI mapping table described in TS25.214
Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


Table 9.36: Minimum requirement for CQI test in fading - open loop diversity
	Reported CQI
	Maximum BLER

	
	Test 1
	Test2

	CQI median
	60%
	60%

	CQI median + 3
	15%
	15%


9.3.3
Closed Loop Diversity Performance

9.3.3.1
AWGN propagation conditions

The reporting accuracy of channel quality indicator (CQI) under AWGN environments is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median.

9.3.3.1.1
Minimum Requirement - UE capability categories 1-8 and 11, 12

For the parameters specified in Table 9.41, and using the downlink physical channels specified in table C.10, the reported CQI value shall be in the range of +/-2 of the reported median more than 90% of the time. If the HS-PDSCH (BLER) using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI +2) shall be greater than 0.1. If the HS-PDSCH (BLER) using transport format indicated by the median CQI is greater than 0.1, the BLER using the transport format indicated by (median CQI -1) shall be less than or equal to 0.1.
Table 9.41: Test Parameters for CQI in AWGN - closed loop diversity
	Parameter
	Unit
	Test 1
	Test 2
	Test 3
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	dB
	-10

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	Feedback Error Rate
	%
	0

	Closed loop timing adjustment mode
	
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be "…XOOXOO…", where "X" indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and "O" indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Note 1:
Measurement power offset "(" is configured by RRC accordingly and as defined in [7]
Note 2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI, median CQI -1, median CQI+2 are used. Other physical channel parameters are configured according to the CQI mapping table described in TS25.214
Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


9.3.3.2
Fading propagation conditions

The reporting accuracy of the channel quality indicator (CQI) under fading environments is determined by the BLER performance using the transport format indicated by the reported CQI median.
The specified requirements may be subject to further simulations to verify assumptions.

9.3.3.2.1
Minimum Requirement - UE capability categories 1-8 and 11, 12

For the parameters specified in Table 9.44, and using the downlink physical channels specified in table C.10, the requirements are specified in terms of maximum BLERs at particular reported CQIs when transmitting a fixed transport format given by the CQI median as shown in Table 9.45. The BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period with the HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fraction of erroneous HS-PDSCH subframes.
Table 9.44: Test Parameters for CQI test in fading- closed loop diversity
	Parameter
	Unit
	Test 1
	Test 2

	HS-PDSCH
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	dB
	-6

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	ms
	2

	CQI repetition factor
	-
	1

	Feedback Error Rate
	%
	0

	Closed loop timing adjustment mode
	
	1

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be "…XOOXOO…", where "X" indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and "O" indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Propagation Channel
	
	Case 8

	Note 1:
Measurement power offset "(" is configured by RRC accordingly and as defined in [7]
Note 2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI is used. Other physical channel parameters are configured according to the CQI mapping table described in TS25.214
Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


Table 9.45: Minimum requirement for CQI test in fading - closed loop diversity
	Reported CQI
	Maximum BLER

	
	Test 1
	Test2

	CQI median
	60%
	60%

	CQI median + 3
	15%
	15%


9.3.4
MIMO Performance
9.3.4.1
MIMO Single Stream Conditions
The minimum performance requirements of channel quality indicator (CQI) reporting under MIMO single stream conditions are defined based on a CQI Type A versus Type B reporting ratio of 1 / 2, i.e. the parameters N_cqi_typeA and M_cqi (see [8]) are assumed to be set to 1 and 2, respectively. The propagation conditions assumed for minimum performance requirements of CQI reporting under MIMO single stream conditions are defined in subclause B.2.6.1. The precoding used at the transmitter is one randomly picked but fixed precoding vector for single transport block transmission out of the set of possible precoding vectors as defined in [8]. The same precoding vector shall be used to generate the resulting channel coefficients as described for MIMO single stream conditions in subclause B.2.6.1.
The reporting accuracy of CQI under MIMO single stream conditions is determined by the BLER performance when transmitting with a transport format indicated by the reported CQI median determined over all single transport block Type A CQI reports and all Type B CQI reports that were reported together with PCI reports matching the precoding vector embedded in the propagation channel as defined in B.2.6.1. 
9.3.4.1.1
Minimum Requirement 
For the parameters specified in Table 9.46, and using the downlink physical channels specified in table C.9, the requirements are specified in terms of maximum BLERs at particular reported CQIs when transmitting a fixed transport format given by the CQI median as shown in Table 9.47. The CQI median shall be determined over all single transport block Type A CQI reports and all Type B CQI reports that were reported together with PCI reports matching the precoding vector embedded in the propagation channel as defined in B.2.6.1. The BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period for all single transport block Type A CQI reports and all Type B CQI reports that were reported together with PCI reports matching the precoding vector embedded in the propagation channel as defined in B.2.6.1 with the HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fraction of erroneous HS-PDSCH subframes to which the same CQI value was associated.
Table 9.46: Test Parameters for CQI test in MIMO single stream conditions
	Parameter
	Unit
	Test 1

	HS-PDSCH
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	Phase reference
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using STTD
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	-15
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using STTD
	dB
	-10

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	Ms
	2

	CQI repetition factor
	-
	1

	PCI/CQI reporting Error Rate
	%
	0

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be "…XOOXOO…", where "X" indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and "O" indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Propagation Channel
	
	MIMO single stream conditions

	Note 1:
Measurement power offset "(" is configured by RRC accordingly and as defined in [7]
Note 2:
TF for HS-PDSCH is configured according to the reported CQI statistics. TF based on median CQI over all single transport block Type A CQI reports and all Type B CQI reports that were reported together with PCI reports matching the precoding vector embedded in the propagation channel as defined in B.2.6.1 is used. Other physical channel parameters are configured according to the CQI mapping table described in TS25.214. The precoding that shall be used in the transmitter is one randomly picked but fixed precoding vector for single transport block transmission out of the set of possible precoding vectors as defined in [8]. The same precoding vector shall be used to generate the resulting channel coefficients as described for MIMO single stream conditions in subclause B.2.6.1.
Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


Table 9.47: Minimum requirement for CQI test in MIMO single stream conditions
	Reported CQI
	Maximum BLER

	
	 Test 1

	CQI median
	60%

	CQI median + 3
	15%


9.3.4.2
MIMO Dual Stream Conditions
The minimum performance requirements of channel quality indicator (CQI) reporting under MIMO dual stream conditions are defined based on a Type A reporting fraction of 100%, i.e. the parameters N_cqi_typeA and M_cqi (see [8]) are assumed to be both set to 1. The propagation conditions assumed for minimum performance requirements of CQI reporting under MIMO dual stream conditions are defined in subclause B.2.6.2. The precoding used at the transmitter is one randomly picked but fixed precoding matrix for dual transport block transmission out of the set of possible precoding matrices as defined in [8]. The same precoding matrix shall be used to generate the resulting channel coefficients as described for MIMO dual stream conditions in subclause B.2.6.2.
The reporting accuracy of CQI under MIMO dual stream conditions is determined by the BLER performance of two streams of transport blocks using the transport formats indicated by the respective stream specific reported CQI median over all dual transport block CQI reports for each stream that were reported together with PCI reports matching the precoding matrix embedded in the propagation channel as defined in B.2.6.2.
9.3.4.1.1
Minimum Requirement 
For the parameters specified in Table 9.48, and using the downlink physical channels specified in table C.9, the requirements are specified in terms of maximum BLERs at particular reported CQIs for each stream when transmitting a fixed transport format per stream given by the stream specific CQI median as shown in Table 9.49. The stream specific CQI median shall be determined over all dual transport block CQI reports that were reported together with PCI reports matching the precoding matrix embedded in the propagation channel as defined in B.2.6.2. When the reported preferred primary precoding vector is matching with the first column of the precoding matrix embedded in the propagation channel as defined in B.2.6.2, the reported vlaues CQI1  and CQI2  shall be used respectively to determine the median CQI values for stream #1 and stream #2 as depicted in Figure X in B.2.6.2. When the reported preferred primary precoding vector is matching with the second column of the precoding matrix embedded in the propagation channel as defined in B.2.6.2, the reported vlaues CQI1  and CQI2  shall be used to determine the median CQI values for stream #2 and stream #1, respectively.The stream specific BLER at a particular reported CQI is obtained by associating a particular CQI reference measurement period for all dual transport block CQI reports that were reported together with a PCI report that was matching the precoding matrix embedded in the propagation channel as defined in B.2.6.2 with the two transport blocks of the HS-PDSCH subframe overlapping with the end of this CQI reference measurement period and calculating the fractions of erroneous HS-PDSCH subframes to which the same CQI values were associated.
Table 9.48: Test Parameters for CQI test in MIMO dual stream conditions
	Parameter
	Unit
	Test 1

	HS-PDSCH
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using STTD
	dB
	-10

	Maximum number of 

H-ARQ transmission
	-
	1

	Number of HS-SCCH set to be monitored
	-
	1

	CQI feedback cycle
	Ms
	2

	CQI repetition factor
	-
	1

	PCI/CQI reporting Error Rate
	%
	0

	HS-SCCH-1 signalling pattern
	-
	To incorporate inter-TTI=3 the six sub-frame HS-SCCH-1 signalling pattern shall be "…XOOXOO…", where "X" indicates TTI in which the HS-SCCH-1 uses the identity of the UE under test, and "O" indicates TTI in which the HS-SCCH-1 uses a different UE identity.

	Propagation Channel
	
	MIMO single stream conditions

	Note 1:
Measurement power offset "(" is configured by RRC accordingly and as defined in [7]
Note 2:
TF for HS-PDSCH is configured for each stream according to the reported CQI statistics. TF for each stream is based on median CQI over all dual transport block CQI reports that are reported together with a PCI report that is matching the precoding matrix embedded in the propagation channel as defined in B.2.6.2. Other physical channel parameters are configured according to the CQI mapping table described in TS25.214. The precoding that shall be used in the transmitter is one randomly picked but fixed precoding matrix for dual transport block transmission out of the set of possible precoding matrices as defined in [8]. The same precoding matrix shall be used to generate the resulting channel coefficients as described for MIMO dual stream conditions in subclause B.2.6.2.
Note 3:
HS-PDSCH Ec/Ior is decreased according to reference power adjustment Δ described in TS 25.214

Note 4:
For any given transport format the power of the HS-SCCH and HS-PDSCH shall be transmitted continuously with constant power.


Table 9.47: Minimum requirement for CQI test in MIMO dual stream conditions
	Reported CQI
	Maximum BLER

	
	 Test 1

	CQI median
	60%

	CQI median + 2
	15%


============================= next changed section =============================

Annex B (normative):
Propagation conditions

B.1
(void)

B.2
Propagation Conditions

B.2.1
Static propagation condition

The propagation for the static performance measurement is an Additive White Gaussian Noise (AWGN) environment. No fading and multi-paths exist for this propagation model.

B.2.2
Multi-path fading propagation conditions

Table B1 shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum.

Table B.1: Propagation Conditions for Multi path Fading Environments (Cases 1 to 6)

	Case 1
	Case 2
	Case 3
	Case 4
	Case 5 (Note 1)
	Case 6

	Speed for Band I, II, III, IV, IX and X:
3 km/h
	Speed for Band I, II, III, IV, IX and X:
3 km/h
	Speed for Band I, II, III, IV, IX and X:
120 km/h
	Speed for Band I, II, III, IV, IX and X:
3 km/h
	Speed for Band I, II, III, IV, IX and X:
50 km/h
	Speed for Band I, II, III, IV, IX and X:
250 km/h

	Speed for Band V, VI and VIII:
7 km/h
	Speed for Band V, VI and VIII:
7 km/h
	Speed for Band V, VI and VIII:
282 km/h 
(Note 2)
	Speed for Band V, VI and VIII:
7 km/h
	Speed for Band V,VI and VIII:
118 km/h
	Speed for Band V, VI and VIII:
583 km/h
(Note 2)

	Speed for Band VII:
2.3 km/h
	Speed for Band VII:
2.3 km/h
	Speed for Band VII:
92 km/h
	Speed for Band VII:
2.3 km/h
	Speed for Band VII:
38 km/h
	Speed for Band VII:
192 km/h

	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3
	976
	0
	976
	-10
	260
	-3

	
	
	20000
	0
	521
	-6
	
	
	
	
	521
	-6

	
	
	
	
	781
	-9
	
	
	
	
	781
	-9


NOTE 1:
Case 5 is only used in TS25.133.

NOTE 2:
Speed above 250km/h is applicable to demodulation performance requirements only.

Table B.1A (void)

Table B.1B shows propagation conditions that are used for HSDPA performance measurements in multi-path fading environment. For HSDPA and DCH enhanced performance requirements, the fading of the signals and the AWGN signals provided in each receiver antenna port shall be independent.

Table B.1B: Propagation Conditions for Multi-Path Fading Environments for HSDPA Performance Requirements

	ITU Pedestrian A

Speed 3km/h

(PA3)
	ITU Pedestrian B

Speed 3km/h

(PB3)
	ITU vehicular A

Speed 30km/h

(VA30)
	ITU vehicular A

Speed 120km/h

(VA120)

	Speed for Band I, II, III, IV, IX and X
3 km/h
	Speed for Band I, II, III, IV, IX and X
3 km/h
	Speed for Band I, II, III, IV, IX and X
30 km/h
	Speed for Band I, II, III, IV, IX and X
120 km/h

	Speed for Band V, VI, VIII
7 km/h
	Speed for Band V, VI, VIII
7 km/h
	Speed for Band V, VI, VIII
71 km/h
	Speed for Band V, VI, VIII
282 km/h (Note 1)

	Speed for Band VII
2.3 km/h
	Speed for Band VII
2.3 km/h
	Speed for Band VII
23 km/h
	Speed for Band VII
92 km/h

	Relative Delay 

[ns]
	Relative Mean Power [dB]
	Relative Delay

 [ns]
	Relative Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative

 Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative 

Mean Power

 [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	110
	-9.7
	200
	-0.9
	310
	-1.0
	310
	-1.0

	190
	-19.2
	800
	-4.9
	710
	-9.0
	710
	-9.0

	410
	-22.8
	1200
	-8.0
	1090
	-10.0
	1090
	-10.0

	
	
	2300
	-7.8
	1730
	-15.0
	1730
	-15.0

	
	3700
	-23.9
	2510
	-20.0
	2510
	-20.0


NOTE 1:
Speed above 120km/h is applicable to demodulation performance requirements only.

Table B.1C shows propagation conditions that are used for CQI test in multi-path fading. For HSDPA enhanced performance requirements, the fading of the signals and the AWGN signals provided in each receiver antenna port shall be independent.

Table B.1C: Propagation Conditions for CQI test in multi-path fading

	Case 8, 

Speed for Band I, II, III, IV, IX and X: 30km/h
Speed for Band V, VI and VIII 71km/h

Speed for Band VII: 23km/h

	Relative Delay [ns]
	Relative mean Power [dB]

	0
	0

	976
	-10


Table B.1D shows propagation conditions that are used for MBMS demodulation performance measurements in multi-path fading environment.

Table B.1D: Propagation Conditions for Multi-Path Fading Environments for MBMS Performance Requirements

	ITU vehicular A

Speed 3km/h

(VA 3)

	Speed for Band I, II, III, IV, IX and X
3 km/h

	Speed for Band V, VI and VIII 
7 km/h

	Speed for Band VII:
2.3 km/h

	Relative Delay 

[ns]
	Relative 

Mean Power

 [dB]

	0
	0

	310
	-1.0

	710
	-9.0

	1090
	-10.0

	1730
	-15.0

	2510
	-20.0


B.2.3
Moving propagation conditions

The dynamic propagation conditions for the test of the baseband performance are non fading channel models with two taps. The moving propagation condition has two tap, one static, Path0, and one moving, Path1. The time difference between the two paths is according Equation (B.1). The taps have equal strengths and equal phases.
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Figure B.1: The moving propagation conditions
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The parameters in the equation are shown in the following table.

Table B.2

	Parameter
	Value

	A
	5 (s

	B
	1 (s

	(
	40*10-3 s-1


B.2.4
Birth-Death propagation conditions

The dynamic propagation conditions for the test of the base band performance is a non fading propagation channel with two taps. The moving propagation condition has two taps, Path1 and Path2 which alternate between 'birth' and 'death'. The positions the paths appear are randomly selected with an equal probability rate and is shown in Figure B.2.
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Figure B.2: Birth death propagation sequence

1.
Two paths, Path1 and Path2 are randomly selected from the group[-5,-4,-3,-2,-1,0,1,2,3,4,5] (s. The paths have equal magnitudes and equal phases.

2.
After 191 ms, Path1 vanishes and reappears immediately at a new location randomly selected from the group [-5,-4,-3,-2,-1,0,1,2,3,4,5] (s but excludes the point Path 2. The magnitudes and the phases of the tap coefficients of Path 1 and Path 2 shall remain unaltered.

3.
After an additional 191 ms, Path2 vanishes and reappears immediately at a new location randomly selected from the group [-5,-4,-3,-2,-1,0,1,2,3,4,5] (s but excludes the point Path 1. The magnitudes and the phases of the tap coefficients of Path 1 and Path 2 shall remain unaltered.

The sequence in 2) and 3) is repeated.

B.2.5
High speed train condition
The high speed train condition for the test of the baseband performance is a non fading propagation channel with one tap. Doppler shift is given by
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where 
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 is the Doppler shift and 
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where 
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s

D

 is the initial distance of the train from BS, and 
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 is BS-Railway track distance, both in meters; 
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 is the velocity of the train in m/s, 
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 is time in seconds. The parameters in the equation are shown in table B.3. Accordingly, Doppler shift changes to the following figure B.3.

Table B.3

	Parameter
	Value
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Figure B.3: Doppler shift trajectory
B.2.6
MIMO propagation conditions
MIMO propagation conditions are defined based on single-tap fading processes with classical Doppler spectrum. MIMO propagation conditions are defined for a 2x2 antenna configuration. The resulting propagation channel shall be characterized by a complex 2x2 matrix termed
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.
The channel coefficients of H shall be defined as a function of the possible precoding vectors or matrices. The possible precoding vectors for MIMO operation according to [8] shall be termed 
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(EQ.B.2.6.1)
In what follows. Furthermore the following possible precoding matrices shall be defined:
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(EQ.B.2.6.2)
B.2.6.1
MIMO Single Stream Conditions

For MIMO single stream conditions, the resulting propagation channel shall be generated using two independent fading processes with classical Doppler and one randomly picked but fixed precoding vector 
[image: image62.wmf]w

out of the set defined in equation EQ.B.2.6.1. The two fading processes shall be generated according to the parameters in Table B.4
Table B.4
	MIMO Single Stream Conditions, 

Speed for Band I, II, III, IV, IX and X: 3km/h
Speed for Band V, VI and VIII 7.1km/h

Speed for Band VII: 2.3km/h

	Relative Delay [ns]
	Relative Mean Power [dB]
	(Amplitude, phase) symbols

	0
	0
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Note: The amplitude
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is not used in tests under MIMO single stream conditions, only the phase 
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 will be used.
The channel coefficients of the resulting propagation channnel under MIMO single stream condiitons shall be given by
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The generation of the resulting channel coefficients for MIMO single stream conditions and the association with the transmitter and receiver ports are depicted Figure B.4.
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Figure B.4: Test setup under MIMO Single Stream Conditions
B.2.6.2
MIMO Dual Stream Conditions

For MIMO dual stream conditions, the resulting propagation channel shall be generated using two independent fading processes with classical Doppler and one randomly picked but fixed precoding matrix 
[image: image69.wmf]W

out of the set defined in equation EQ.B.2.6.2. The two fading processes shall be generated according to the parameters in Table B.5
Table B.5
	MIMO Dual Stream Conditions, 

Speed for Band I, II, III, IV, IX and X: 3km/h
Speed for Band V, VI and VIII 7.1km/h

Speed for Band VII: 2.3km/h

	Relative Delay [ns]
	Relative Mean Power [dB]
	(Amplitude, phase) symbols

	0
	0
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The channel coefficients of the resulting propagation channnel under MIMO dual stream condiitons shall be given by
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The generation of the resulting channel coefficients for MIMO dual stream conditions and the association with the transmitter and receiver ports are depicted Figure B.5.
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Figure B.5: Test setup under MIMO Dual Stream Conditions
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