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Discussion

A text proposal for Annex H in TS36.141 (“Acceptable uncertainty of Test Equipment”) is attached. The baseline text is taken from the corresponding section in TS25.141 [1] and TS25.142 [2] with editorial modifications. All the actual information in Table H.1 to H.3 are ‘t.b.d.’ and the tables are for place holder for future consideration.

Conclusion
A text proposal for Annex H in TS36.141 (“Acceptable uncertainty of Test Equipment”) is attached for further consideration.
.
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Annex H (informative):
Acceptable uncertainty of Test Equipment
This informative annex specifies the critical parameters of the components of an overall Test System (e.g. Signal generators, Signal Analysers etc.) which are necessary when assembling a Test System which complies with subclause 4.1.2. Acceptable Uncertainty of Test System. These Test Equipment parameters are fundamental to the accuracy of the overall Test System and are unlikely to be improved upon through System Calibration.

H.1
Transmitter measurements

Table H.1: Equipment accuracy for transmitter measurements

	Test


	Equipment accuracy
	Range over which equipment accuracy applies

	6.2
Base station output power
	[t.b.d.]
	[t.b.d.]

	6.3
Output power dynamics
	[t.b.d.]
	[t.b.d.]

	6.4
Transmit ON/OFF power
	[t.b.d.]
	[t.b.d.]

	6.5.1
Frequency error
	[t.b.d.]
	[t.b.d.]

	6.5.2
Error Vector Magnitude
	[t.b.d.]
	[t.b.d.]

	6.5.3
Time alignment between transmitter branches
	[t.b.d.]
	[t.b.d.]

	6.6.1
Occupied bandwidth
	[t.b.d.]
	[t.b.d.]

	6.6.2
Adjacent Channel Leakage power Ratio (ACLR)
	[t.b.d.]
	[t.b.d.]

	6.6.3
Operating band unwanted emissions
	[t.b.d.]
	[t.b.d.]

	6.6.4
Transmitter spurious emissions
	[t.b.d.]
	[t.b.d.]

	6.7
Transmitter intermodulation
	[t.b.d.]
	[t.b.d.]


H.2
Receiver measurements

Table H.2: Equipment accuracy for receiver measurements

	Test
	Equipment accuracy
	Range over which equipment accuracy applies

	7.2
Reference sensitivity level
	[t.b.d.]
	[t.b.d.]

	7.3
Dynamic range
	[t.b.d.]
	[t.b.d.]

	7.4
Adjacent Channel Selectivity (ACS) and narrow-band blocking
	[t.b.d.]
	[t.b.d.]

	7.5.1
Blocking (General requirements)
	[t.b.d.]
	[t.b.d.]

	7.5.2
Blocking (Co-location with other base stations)
	[t.b.d.]
	[t.b.d.]

	7.6
Receiver spurious emissions
	[t.b.d.]
	[t.b.d.]

	7.7
Receiver intermodulation
	[t.b.d.]
	[t.b.d.]


H.3
Performance measurements

Table H.3: Equipment accuracy for performance measurements

	Test
	Equipment accuracy
	Range over which equipment accuracy applies

	[t.b.d.]
	[t.b.d.]
	[t.b.d.]
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