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1. Discussion

The Receiver intermodulation requirement is defined in core specification TS 36.104 [1]. This document proposes the procedure for E-UTRA FDD BS conformance testing including definition, applicability, purpose and method of test.
2. References

[1] 3GPP TS 36.104 V1.0.0, “Base station (BS) radio transmission and reception (FDD)”
Annex A, Text proposal for TS36.141
7.8
Receiver intermodulation 


7.8.1
Definition and applicability

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel.  Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency in the presence of two interfering signals which have a specific frequency relationship to the wanted signal. Interfering signals shall be a CW signal and an E-UTRA signal as specified in Annex C.   

7.8.2
Minimum Requirement

The minimum requirement is in TS 36.104 [2] sub clause 7.8.1.

7.8.3
Test purpose

The test purpose is to verify the ability of the BS receiver to inhibit the generation of intermodulation products in its non-linear elements caused by the presence of two high-level interfering signals at frequencies with a specific relationship to the frequency of the wanted signal.

7.8.4
Method of test

7.8.4.1
Initial conditions

Test environment: 


normal; see sub clause D.2.

RF channels to be tested: 
B, M and T; see sub clause 4.7.
1)
Set-up the measurement system according to Figure K.2-7. 
7.8.4.2
Procedures

1)
Generate the wanted signal and adjust ATT1 to set the signal level to the BS under test to the level specified in table 7.8-1.

2)
Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified in Table 7.8-2 for intermodulation requirement and Table 7.8-3 for narrowband intermodulation requirement.
3)
Adjust the ATT2 and ATT3 to obtain the specified level of interfering signal at the BS input.

4)
Measure the throughput according to Annex E.
5)
Repeat the whole test for the port which was terminated.
7.8.5
Test requirements
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals with the conditions specified in tables 7.8-1 and 7.8-3 are coupled to the BS antenna input. The reference measurement channel for the wanted signal is identified in Table 7.2-1 for each channel bandwidth and further specified in Annex A.
Table 7.8-1: Intermodulation performance requirement (Wide Area BS)

	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Type of interfering signal

	PREFSENS + 6dB*
	-52
	See Table 7.8-2

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 7.2-1.



Table 7.8-2: Interfering signal for Intermodulation performance requirement (Wide Area BS)

	E-UTRA

channel bandwidth [MHz]
	Interfering signal centre frequency offset from  the carrier edge of the wanted signal [MHz]
	Type of interfering signal

	1.4
	2.1
	CW

	
	4.9
	1.4MHz E-UTRA signal

	3
	4.5
	CW

	
	10.5
	3MHz E-UTRA signal

	5
	7.5
	CW

	
	17.5
	5MHz E-UTRA signal

	10
	7.5
	CW

	
	17.7
	5MHz E-UTRA signal

	15
	7.5
	CW

	
	18
	5MHz E-UTRA signal

	20
	7.5
	CW

	
	18.2
	5MHz E-UTRA signal


Table 7.8-3: Narrowband intermodulation performance requirement, Wide Area BS
	E-UTRA

channel bandwidth [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering RB centre frequency offset from  the carrier edge of the wanted signal [kHz]
	Type of interfering signal

	1.4
	PREFSENS + 6dB*
	-52
	270
	CW

	
	
	-52
	790
	1.4 MHz E-UTRA signal, 1 RB**

	3
	PREFSENS + 6dB*
	-52
	275
	CW

	
	
	-52
	790
	3.0 MHz E-UTRA signal, 1 RB**

	5
	PREFSENS + 6dB*
	-52
	360
	CW

	
	
	-52
	1060
	5 MHz E-UTRA signal, 1 RB**

	10
	PREFSENS + 6dB*

(***)
	-52
	415
	CW

	
	
	-52
	1420
	5 MHz E-UTRA signal, 1 RB**

	15
	PREFSENS + 6dB*

(***)
	-52
	380
	CW

	
	
	-52
	1600
	5MHz E-UTRA signal, 1 RB**

	20
	PREFSENS + 6dB*

(***)
	-52
	345
	CW

	
	
	-52
	1780
	5MHz E-UTRA signal, 1 RB**

	Note*: 
PREFSENS is related to the channel bandwidth as specified in Table 7.2-1. 
Note**: 
Interfering signal consisting of one resource block positioned at the stated offset. 

Note***:    This requirement shall apply only for a FRC A1-3 mapped to the frequency range at the channel edge adjacent to the interfering  signals


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The relationship between Minimum Requirements and Test Requirements is defined in sub clause 4.1 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G. 
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